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If the connection is established, the Network Server, Show Video Status, and Test Video buttons will
be available. You can now use them to set up TwinDVR for:

e Testing Video Stream

e Starting WebCam Server at TwinDVR

e  Setting Multiple TwinDVRs in TCP/IP Mode

e Setting Multiple TwinDVRs in Multicast Mode

Testing Video Stream

This function allows you to test the video transmission between TwinServer and TwinDVR. Click the
Show Video Status button to display 16 monitoring windows beneath the TwinDVR dialog box. Click
the Test Video button and video streams from the connected TwinServer will be streamed to the
monitoring windows for 10 seconds. You may click the Hide Video Status button to close the

monitoring windows.

Figure 11-9 Testing Video Stream



Useful Utilities

Starting WebCam Server at TwinDVR
Click the Network Server button, and then select WebCam Server to display the Server Setup dialog

box (Figure 8-1).

Setting Multiple TwinDVRs in TCP/IP Mode

Click the Network Server button, and then select Extended Server. The Extended Server is to
duplicate TwinServer’s video stream and transmit it to the next TwinDVR in the same network. If there
are five TwinDVRs in the network, you should activate the Extended Server function in TwinDVR 1, 2,
3, and 4 respectively. It's not necessary to activate TwWinDVR 5 since there are no more TwinDVR

running behind it.

Setting Multiple TwinDVRs in Multicast Mode

Click the Network Server button, and then select Use Multicast Mode. The Multicast mode is now
activated. The Multicast Server is to instruct TwinDVR to obtain video streams from the virtual buffer. If
there are five TwinDVRs connected to the network, all TwinDVRs will be required to select the Use

Multicast Mode option.
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TwinDVR Settings

Network Card Settings
In Figure 11-8, click the Setting button, and then select Network Setting to display the following

dialog box. The Network Setting option is only necessary when your TwinDVR has more than one
network card. Select Assign IP and select one network card. This will automatically bring up Blind IP
of the network card. The network card will be used for connecting to TwinServer; the other network
card will be assigned for connecting to Internet. If you want the TwinDVR to automatically reconnect to

TwinServer, select Retry until connected and set the time interval.

TwinD¥R Setting

— Metwork Setting
Bind IP; | 192.168.0.108
F Assign P |NDIS 5.0 driver =]

—Connection Broken

Retry Interval: 10  Sec.

oK I Cancel

Figure 11-10 TwinDVR Setting

System Settings
In Figure 11-8, click the Setting button, and then select System Configure to display the following

dialog box. The option is only available when TwinDVR is connecting to TwinServer.

System Configure x|

— Startup Setting

[¥ Extended Server
¥ wehCam Server

— Bystem Setting

(2)

Ok I Cancel |

Figure 11-11 System Settings

[Startup Setting]
B Extended Server: Activates Extended Server on TwinDVR startup.

B WebCam Server: Activates WebCam Server on TwinDVR startup.

[System Setting]
B TwinDVR resume: Resumes TwinDVR connection when the system shuts down unexpectedly.

376



Watermark Viewer

Useful Utilities

You can make a watermark proof to protect videos from unauthorized alteration or manipulation. In

Main System, click the Configure button (No. 14, Figure 1-2), select System Configure, and then

select Use Digital Watermark Protection option. This allows all recorded videos to be marked with a

permanent and inseparable image.

The watermark is invisible to naked eyes. In order to see it, the video stream must be open in a

watermarking verification program by following these steps:

1. Go to the system folder, and locate WMProof.exe.

(& D:\GV650 =10 x|
Ele Edit “iew Favorites Tools Help ‘ :,'
- Y - »
eBack d L'ﬁ; / Seatch i Folders
Address [ 0:\Gves0 | B
wakeupDl, i %] vaam.di
[%)zc_stzz.d
%] zoomin. gif

c] zoomaut, gif

5 xsur exe |_’-‘»] Zub M. dil

1 H

Figure 11-12

2. Double-click to open the program. This Watermark Viewer window appears.

00006009

=101

Check sum
’7 Pass

[elll

Extracted

C

]

File Marne | Pass | Failed | Checksum

Famulticam lagcamalicamol vl 206 Eventz 0051 2061408280 | r Fass
FMulticam logicam01icam0141 2061Event20051 2061411480 I Fass
FMulticam logicam01icam0111 2061Event20051 2061411550 ¥ I Pass
F:hdulticarn logicam01icamoli 2061 Event20051 2061412140 |7 |_ Pass
Fhulticarn logicam01i1 01 41Event2005101 4155634001 .avi |_ |7 Mo Pass

||143,|’166(Current,l’T0taI frame) [12fez005 14:12:00.531 [

Figure 11-13
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The controls in the window:

No. Name Description

1 Open File Finds a video file to play.

2 First Frame Goes to the first frame of the file.

3 Play Plays the file.

4 Previous Frame Goes to the previous frame of the file.

5 Next Frame Goes to the next frame of the file.

6 Previous Watermarked Frame Goes to the previous frame that contains watermark.
7 Next Watermarked Frame Goes to the next frame that contains watermark.

The Watermark Viewer displays the verifying result as follows:

B Check sum: If the video stream has not been tampered, the Check Sum section displays a
message: Pass. Otherwise a message: No Pass will appear.

B Original vs. Extracted: The Extracted section should have the same icon displayed as that
in the Original section. If nat, it indicates the video may have been altered.

Click the Open File button (No.1, Figure 11-13), select a video file and click Open. The video file

is then listed in the status field of the window. Also, you can drag multiple video files directly from

storage folders to the status field.

Highlight the file and double-click it to play.



Useful Utilities

Twin View Display

You can display Main System and ViewLog in two separated monitors. To make this operation possible,

your system must equip with VGA card having dual video outputs. Each output should be connected to

its own monitor display.

1. Right-click on the Windows desktop and select Properties. This displays the Display Property

dialog box.
2. Select Settings, enable Extend my Windows desktop onto this Monitor, and then click the

Apply button.

Display Properties 2lx]

Themesl Desktopl Screen Saverl Appearance  Settings |

Dirag the monitor icons to match the phpsical arangement of wour monitors,

112

Dizplay:

| 2. IDefault Moritor) on ATI RADEON 3600 Series Secondary =l
Screen resolution ———— [~ LCaolor quality
Less More || [Highest (32 i) =l

800 by GO0 pivels TN ' =

™ Use this device as the primary moritar,
v Extend my “Windows desktop anto this manitor.

Identify | Troubleshaoat... | Adwaticed |
Ok I Cancel | Apply |
Figure 11-14

3. Go the system folder and locate DMPOS.exe.

o

File Edit ‘iew Favorites Tools  Help | 'E.
@ Back - o - lﬁ p Search H_ ') Falders
Elbexoil.di

QrvwebCarm, exe eMap.emp
] DosZkreg.exe WeMap.exe
B down, gif eMap.StringTahle
CrawFrm.dl eMapWiewz.ocx

[ o
Figure 11-15
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4. Double-click the program to display the Set Application Function Position window.

Set Application Function Position x|

Sereen Setup | MuliCam | ViewLog | RPE | EZViewLog | LPR | DMMultiview

— Dizplayer Setup —Select Monitor
Dizplaver tMode : ITwin Wig 'I
Screen Resolution |1 280 s |1 024
- Select Fasition
[0,0) Screen origin Xi=
v () IE Edl -
+
€+

e = @] -

— User define

o
N

kdamitar 1

ak. I Cancel |

Figure 11-16

In the Screen Setup tab, select TwinView from the Displayer Mode drop-down list.
In the MultiCam tab, select Monitor 1 from the Select Monitor drop-down list.
In the ViewLog tab, select Monitor 2 from the Select Monitor drop-down list.

Click the OK button and start GV-System, which should appear in monitor 1.

© © N o U

Click the ViewLog button on the main screen and select Video/Audio log from the menu.

ViewLog should appear in monitor 2.

Note: The Select Position option allows you to determine where to position GV-System on
Windows. It is only necessary if your GV-System is set to 800x600 panel resolution but your
Windows desktop is set to 1024x768 or higher. It is recommended that both GV-System and
Windows desktop to be set to the same resolution. For details on how to set the resolution for

GV-System, refer to Panel Resolution in Chapter 1.
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Windows Lockup

This feature helps you to secure your PC while away from your workstation. You may lock up the
Windows desktop while launching a customized GV-Desktop. The GV-Desktop is where operators are

limited to run the GV-System and the selected programs.

The GV-Desktop Screen

The GV-Desktop program is included in the installation of Main System. Go to Windows Start, point to

Programs, select GV folder, and click Key Lock Utility. This GV-Desktop screen appears.

06600

Figure 11-17
The controls in the GV-Desktop screen:
No. Name Description
1 Programs Accesses programs.
2  Settings Adds programs to the programs menu.
3  Log Off Logs off GV-Desktop.
4 Shut Down Shuts down the computer.
5  Task Manager Click to view the tasks currently running on your computer.
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GV-Desktop Features

The five buttons on GV-Desktop are discussed below.

Programs

Click the Programs button (No.1, Figure 11-17) to see the program menu. The default programs are
Multicam Surveillance System (Main System), ViewLog, Backup System, Repair Database Utility,
Remote Playback Server, and eMap Editor. You can add or remove new programs to the menu. In the
example below, Paint is a new program added to the menu.

T Multicam Surveillance Sy skem
ﬁ Widea Log

m Backup Syskem

Al Repair DataBase Utility

Fie Remate Plavback Server

B eMap Editor

*:-_} Conkrol Center Service

g Hak Swap HOD Tool

o FEe s

Figure 11-18
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Settings
Click the Settings button (No.2, Figure 11-17) to display the following window. A valid ID and

password are required.

Settings E|

ID: 1 [ Password.. | [ Export Taken... ]

Syztern menu

a . - " -~
++ Multicam Surveillance System

ﬁ Video Log

[

Custarnize menu

[ edd. | [ Remove | [  Edt

Administrative Tools

[ add. | [ PRemove | [ Edt. |
Desktop Type
|Windows Vl
Figure 11-19

[Password] Click to change the password. For the Allow Removing Password System option, see

Setting up Password in Chapter 1.

[Export Token] This option is discussed in Token File for Save Mode later in this chapter.

[System Menu] The menu lets you rename system programs. Select a desired program and click

the Edit button to change its name.

[Customized Menu] The menu lets you add other programs to the Programs menu. Click the Add
button. The Shortcut dialog box will appear. In the Target field, type a path or click the button next to
the field to assign a path. Then enter the program name, comment, or even change an icon for the

program. Finally, click OK to add the program.

[Administrative Tools] Similar to Customized Menu, the option lets you add other programs to the
Programs menu. But when you want to run the added program, the administrative ID and Password

are required.
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[Desktop Type] Select Windows or GV-Desktop (Multicam) from the drop-down menu. The selected

desktop will launch the next time when you log in to PC.

Log Off
Click the Log off button (No.3, Figure 11-17) to log off GV-Desktop. A valid ID and password are

required.

Shut Down
Click the Shut Down button (No. 4, Figure 11-17) to shut down your computer. A valid ID and

password are required.

Task Manager
Click the Task Manager button (No. 5, Figure 11-17) to view the programs currently running on your
computer. When you minimize a program, it will be hiding and working in the background. Double-click

the program listed in Task Manger to bring the program back to desktop.

Task Manager x|

mom Multicam Surveillance Spstem 6.0
':I untitled - Paint
Wiewlag B.1

Figure 11-20



Token File for Save Mode

Useful Utilities

This option in the Settings section lets you export a token file. In case you enter safe mode and are in

the status of the GV-Desktop, this token file will let you exit from the GV-Desktop and enter the

Windows desktop. To export a token file and apply it, follow the steps below.

1.

2.
3.

Click the Export Token button (Figure 11-19) to display the following dialog box.

Enter Token Code |

2

Taken Code: I 123

In"Safe Mode{Boot)",users must locate
‘Token File" and enter "Token Code” to
exit from the Multicam-Deskiop.

Enter the Code up to 32 characters with the
comhbination of alphabets{ignoring case) and
digits.

Ok I Cancel

Figure 11-21

Type a code in the Token Code field.
Click OK. The Save As dialog box appears.

savens 2]
Save jn: Im Deskiop j - =k B

o My Documents

=l My Computer

.Shortcut to Jovee on File-server

File name: |deskt0p token Save

Save ag type: ISafeModeToken[".smt] j Cancel |

4

Figure 11-22

Locate a path, and enter a desired name in the File Name field.

Click Save to save the file.

When you enter safe mode and are in the status of the GV-Desktop:

Click the Settings button on the desktop. You will be prompted to locate the stored token file and

enter the set token code.

When the Settings window (Figure11-19) appears, select Windows in the Desktop Type field, and

then exit from the window.

Click the Log Off button to log off the GV-Desktop and enter the Windows desktop. The token

code and file are also required here.
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Authentication Server

The Authentication Server allows a remote server to restrict access to the password settings of local
GV-Systems. When the Sever is working, the previous password settings in local GV-Systems will be

invalid. Local GV-Systems will submit to the full control of the Server.

Installing the Server

To install this application in a remote sever, follow these steps:

1. Insert the Surveillance System Software CD. It runs automatically, and a window appears.
2. Click Install V 8.3.0.0 System.

3. Click Authentication Server, and follow the on-screen instructions.

The Server Window

Go to Windows Start, point to Programs, select AuthServer, and then click AuthServer. This window

appears.

| = ') DVR List | Client Mame Client IP
= 4% Landon | TESTI11 : —
* ISR
=2 EMap Server List
oty MNew York
=142 Control Center List
[t Taipei @
®
Client Mame: TEST111
Client IP: 127.0.01
Client Tel:
Client FAX:
Client Addreszs: @
Laogin Time: 110872007 2:12:486 PM
Client Type: LR

Status: [Client: 11 3]

Figure 11-23 The Authentication Server Window
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The controls in this window:

No. Button Description
. Exits this window; Logs out Administrator; Changes
! =it Password, exports account information.
2 Log Sets up the Authentication Server Log and opens the log browser.
3 Password Setup Configures passwords and grants permissions to clients.
4 Server Setup Configures the Authentication Server.
5 Start/Stop Service Starts/Stops the Authentication Server.
6 Find A Client Finds an existing client.
7  View/Edit A Client Select a client from the Client List, and click to view /edit it.
8 Delete An Area /Client Deletes an existing group or client.
9  AddAClient Creates a client account.
10 AddAnArea Creates an Area group.
11  Client List Lists the created clients and area groups.

] ] Lists the connected GV-Systems, E-Map Servers or Control
12 Connected Client List
Centers.

) ) Lists the information of the selected GV-System, E-Map Server or
13 Client Information
Control Center.
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Creating a DVR List

You can arrange your clients’ GV-Systems into different groups for a better management. To create a

DVR list, follow these steps:

1. To create a group, click the Add An Area button (No.10, Figure 11-23).
2. To create a client under the group, click the Add A Client button (No.9, Figure 11-23). This

displays the Client Information dialog box.

Client Information x|
Marme: | [PZ-1
TiEL | 0938234690
B
Address ﬂ
(0134 Cancel

Figure 11-24 Client Information

3. Type the client’'s information. The Name must match that of local GV-System.
4. Click OK.
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Editing a User

The Authentication Server operator can create users; can grant, deny, or modify permissions; and can

allow access to local GV-Systems listed in the DVR list.

1. Click the Password Setup button (No.3, Figure 11-23) to display the Password Setup window.

The window is the same as the Password Setup window in Main System, except the following

section.

W Accountis disabled

0 Guest

Password:  |” -=

Hint : * =

Lewel : Guest

valid Group: [ Il DVR =l
Group Setting |

Figure 11-25 Password Setup

2. To create and edit a user, refer to Setting up Password in Chapter 1.
3. To grant the user access to local DVRs:
a. Click the Group Setting button in the window. The Valid Group List window appears.
b. Click the New Group button. The DVR Group Information window appears.
c. Give a DVR group name, and select the desired DVRs into the group.
d. Go back to the Password Setup window. Use the Valid Group drop-down list to select the
created DVR group.

¥alid Group List

) el D &I

Figure 11-26 Valid Group List and DVR Group Information

Note: In the Password Setup window of Authentication Server, the Fast Backup & Restore tab is

not available.
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Starting the Server

To configure the server and start the service, follow these steps:

1.

2.
3.

Click the Server Setup button (No. 4, Figure 11-23). This dialog box appears.

€5 Seryer Setup §|

Metwork Setting

Server Port: 3663 Default
[+] Automatic Failover Support

Security Setting

Authorized 1D 111

Authorized Password | eee
[l Enhance netwark security @

[]Enable IP White List

Server Setting

(] Autorun server service upon startup

[ ] Motify when DVR is disconnected fram server

oK | [ Cancel

Figure 11-27 Sever Setup

[Network Setting] The default port number is 3663. Using UPnP for automatic port configuration

to your router, click the Arrow button. For details, see UPnP Settings in Chapter 8.

[Authorized ID and Password] The ID and password entered will be those for the local DVRs to

log in the server.

B Enhance network security: Enable to enhance network security on Authentication Server.

B Enable IP White List: Create a list of IP addresses allowed to connect to Authentication
Server. For details, see IP White List Settings in Chapter 8.

[Server Setting]

B Auto start service when server startup: Starts automatically the service when Windows
starts.

B Notify when DVR disconnected from server: Notifies the Authentication Server with a

pop-up window when the DVR and server loss connection.

Click OK to apply above settings.
Click the Start/Stop Service button (No. 5, Figure 11-23) to start the connection.



Useful Utilities

Connecting GV-System to the Server

To configure the GV-System in order to access the Authentication Server remotely through a network

connection, follow these steps:

1.

2.

Click the Configure button (No. 14, Figure 1-2), point to General Setting, select Password

Setup, and then select Remote Authentication Setup. This dialog box appears.

Setup Remote Authentication Server

v Jse Remaote Authentication
—When Remote Authentication Server off-line

v Allow local supervisor to Stop Use Remote
Authentication Systermn.

v Allow userto use local account login remote
application {eq. Webcam, Remote Yiew).

X

Setup Server |

(0]24 Cancel

Figure 11-28 Setup Remote Authenticator Server

B Use Remote Authenticator: Enable the connection with the Authentication Server.

B Allow Local supervisor to stop use remote authentic system: Allows the local supervisor

to stop the Authentication application when the connection fails. If the option is disabled and

the connection fails, the dialog box won'’t be accessible until connection resumes.

B Allow user to use local account login remote application: Allows the local users to access

other remote applications with their previous password and ID settings when the connection

fails.

Click the Setup Server button in Figure 11-28. This dialog box appears.

PassClient Setting

x|

—Metwork Setup

Server P 192

42 B0
Sernver Port ISEES Default |

Login ID |12345

Passward |"""*"

Ok I Cancel

Figure 11-29 PassClient Setting
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3. Enter the IP address and port of the Authentication Server. Enter the valid ID and password
created in the Authentication Server (Figure 11-27).
4. Click OK to start the connection. When the connection is established, the previous password
settings in the GV-System will be invalid.
>
5. Press [L] on the keyboard to call up the Login dialog box. The icon indicates the connection is

established.

Login - Remote Authentic System

=D
E¥L

ID: | |

FPassword ; |

‘% Forgot Password |

(0] | Cancel|§

Figure 11-30

6. Type a valid User ID and password for login.

As long as the Authentication sever is working, every time when you start the GV-System, the Login

dialog box will appear.

Note: When the disconnection iconppears, there might be three reasons:

1. The valid ID and password created in the Authentication Server (Figure 11-27) don’t match those
in the GV-System (Figure 11-30).

2. The client’s given name (Figure 11-24) doesn’t match the GV-System’s.

3. The network media has traffic problem.

392



Backup Servers

Useful Utilities

You can configure up to two backup servers in case of the primary server failure. Whenever the

primary fails, the backup server takes over the connection from clients, providing uninterrupted

services.

=

Import the clients’ accounts from the primary server to the backup server.

2. Inthe Authentication Server window, click the Server Setup button. The Server Setup dialog box

(Figure 11-31) appears.

3. Select the Automatic Failover Support option, and click the Setting button. This Automatic

Failover Support dialog box appears.

4. Click the Add button. The Automatic Failover Setup dialog box (Figure 11-31) appears.

Type the IP address of the backup server. Keep the default port setting or modify it if necessary.

6. Type the Authorized ID and Authorized Password matching to those of the Security Setting in the

Server Setup dialog box. If the information is inconsistent, the connection to the backup server

cannot be established.

#a Server Setup

MHetwark Setting

[CJEnable IF White List

Server Setting

[ &uta start service when server startup

[ Matify when DWR disconnected from server

Serer Port 3663

[#] Autamatic Failover Support
Security Setting

Autharized ID

Authorized Password 5]
[ Enhance netwark security @

]|

Cancel

Automatic Failover Setup @
Server IP:

Server Port:

3663 Default

Authorized D

Authorized Pasgword

Type the same ID and Password here.

Figure 11-31

Note: Once the primary server is ready to resume the services, it is required to close the backup

server so the connection from clients can move back to the primary.
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Remote Access from Control Center, Remote E-Map and

MultiView

Instead of connecting to DVR hosts directly, the user of E-Map Server, Control Center and MultiView
can establish the connection to the Authentication Server, and therefore obtain account settings
created there to control the assigned DVR hosts and cameras. In other words, this connection can
restrict access to specific DVR hosts and cameras by user account created on the Authentication

Server.

When the connection to the Authentication Server is established, the user of E-Map Server, Control
Center and MulitView must use a valid user ID and Password created on the Authentication Server for
login. Once the user log in the E-Map Server, Control Center or MulitView, a list of assigned DVR hosts

to the user account will be displayed, and the user can only view the assigned camera.

Setting Authentication Server
In the Authentication Server window (Figure 11-23), right-click E-Map Server List or Control Center
List, and then select Add A Client. Type the name and information of this added E-Map Server or

Control Center in the Client Information dialog box.

Accessing from E-Map Server
To access from the E-Map Server using the Authentication Server account settings, follow these steps:

1. Inthe E-Map Server window, click Tools on the menu bar, and select Options. This dialog box

appears

Options gl
eMapServer Port: En
Startup type: b aral h

Uze Remote Authentication

[ OF. ] [ Cancel

Figure 11-32

2. Select Use Remote Authentication. If you want the Authentication Server service started
automatically at Windows startup, select Automatic. Keep the Port 80 as default or change it if

necessary. Click OK.
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3. Click Tools on the menu bar, and select Remote Authentication. This dialog box appears.

Remote Authentication E|
Metwark Setup
Server P 127.0.01
Server Port | 3663
Authorized 1D

123456

Autharized Passward

Client Name 1

| ok ][ cancel

Figure 11-33

4. Type the IP address, authorized ID and authorized password of the Authentication Server. Type
the client name created on the Authentication Server. Click OK.

5. Click the Start Service button on the toolbar to start the E-Map Server.

6. When you log in the E-Map Server, enter the user ID and password created on the Authentication

Server. A list of assigned DVR hosts to the user will be displayed.

Accessing from Control Center
To access from Control Center using the Authentication Server account settings, follow these steps:

1. Onthe Host List, right-click Host List by ID and select Remote Authentication Setup. A dialog
box appears. See Figure 11-33.

2. Type the IP address, authorized ID and authorized password of the Authentication Server. Type
the client name created on the Authentication Server. Click OK to enable connecting to the
Authentication Server.

3. To access the Authentication Server account settings, on the Host List, right-click Host List by ID
and select Get Host List by ID. A dialog box prompts you for ID and password.

4. Type a user ID and password created on the Authentication Server, and click OK. A list of

assigned DVR hosts to the user will be displayed.
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Accessing from MultiView
When you log in the MultiView, enter a user ID and password created on the Authentication Server. A

list of assigned DVR hosts to the user will be displayed.

Host lAuto Search
[=]

+- ) 127.0.0.1

- Lr@ Althenication Host

- B

Figure 11-34
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Fast Backup and Restore

With the Fast Backup and Restore (FBR) solution, you can change interface skin and customize

features to suit personal preference, as well as back up and restore your configurations in Main

System.

Installing the FBR Program

1. Insert the Surveillance System Software CD, click Install V 8.3.0.0 System, select Fast Backup

& Restore Multicam System, and follow the on-screen instructions.

2. After the installation is complete, run Fast Backup & Restore Multicam System from the

Windows Start menu. This window appears.

5= Fast Backup & Restore MultiCam System

Fast Backup & Restare Digital Sureillance System's Settings
Please choose one of the selections below:

User's Select Skin Style
Administrative
Rights

Customize Features

...........
8

Backup MultiCam Settings
or Restore Defaults

‘_@ Backup Remote AP Settings

“a

Figure 11-35 FBR Window
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Selecting a Skin

The GV-System provides two skin options: silver (default) and conventional. The skin change will only
apply to the screens of Main System, ViewLog and remote applications. The dialog boxes won't be
affected.

You can also change the screen image of startup splash, non-active video and video lost.

Changing the Skin Style

1. Inthe FBR window (Figure 11-35), click the Select Skin Style icon. The option menu appears.

2. To use one skin style for all applications, simply select All use Conventional Style or All use
Silver Style.
To change the skin style of a single application, point to the desired application, and then select
the skin style you want to apply.

3. Close the FBR window, and start the GV-System to see the change.

Customizing the Screen Images
You can replace the screen images of Startup Splash, Non-Active Video and Video Lost with your own.

Before you start, remember that each screen image has its specified size. Create your own image
according to these specifications:

® Startup Splash: Bit Depth 24, Width 316, and Height 272.

® Non-Active Video: Bit Depth 24, Width 720, and Height 576.

® Video Lost: Bit Depth 24, Width 270, and Height 576.

To customize the screen image, follow these steps:
1. Inthe FBR window (Figure 11-35), click the Select Skin Style icon, point to DVR, and then select

Custom Logo. This window appears.

Custom Logo Selection E|
Intraduction File Path
[+] Startup Splash CAGVEDMCommRes\Splash.bmp
[ Mon-Active Video CAGVEOMC ommResicamloga.bmp
[ videno Lost CAGVEDMCommResWLostbmp

0K Cancel |

Figure 11-36
2. Click a desired screen image to be replaced with an imported image.
3. Exitthe FBR program, and start the GV-System to see the change.
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Customizing the Features

Useful Utilities

Not every feature may be of equal interest to you. You can now specify which features are to be

displayed at system startup.

1.

2.

In the FBR Window (Figure 11-35), click the Customize Features icon to display this dialog

box.

Customize System Functions

Feature: De=scription:

|

PTZ Dame
142 Macule
Madem
Wave-in Device
POS Device
GV Wiegand Capture Device
IP Camera Device
- Functions =
Monitar
Scheduls
+ Configure
+ iewwLon

5.4

Detault

Device applications

K

Cancel

Figure 11-37

[Devices] Expand this folder, and select the device applications you want to enable in the

GV-System.

[Functions] Expand this folder, and select the functions you want to enable in the GV-System.

The gray checked boxes indicate that the functions are enabled by default. No changes can be

made to these functions.

Click OK to apply the settings.
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Backing up and Restoring Settings

You can back up the configurations you made in Main System, and restore the backup data to the

current system or import it to another GV-System.

Backing up the settings
1. Inthe FBR window (Figure 11-35), click the Backup System Settings or Restore Defaults icon,
and select Backup Current System. This dialog box appears.

<= Fast Backup & Restore MultiCam System E|§|®

Fast Backup & Restore Digital Surveillance System's Settings
Please choose one ofthe selections below:

User's

Administrative General

Rights Schedule
POSIGV-Wiegand
Metwnrk

5| &) 2]

Figure 11-38

2. Select which settings you want to back up, and press the Next Step button L= | The Save As

dialog box appears.
3. Select the destination drive to store the backup file. When the backup is complete, this message

will appear: Successfully Backup MultiCam System Settings.

400



Useful Utilities

Restoring the System
You can restore the current system with the backup of configuration file. Also, you can copy this

backup file to configure another system with the same settings as the current system.

1. Open the backup file (*.exe) you previously stored. A valid ID and password are required to

display this window.

<= Fast Backup & Restore MultiCam System E||§|g|

Fast Backup & Restore Digital Surveillance System's Settings
Please choose one ofthe selections below:

User's Restore MultiCam System or
P Restore Defaults

Restore Remote AP

A

Figure 11-39

2. Click the Restore Multicam System icon, and then select which backup settings you want to
restore.

3. Press the Next Step button E to start restoring.
When the restoration is complete, this message will appear: Successfully Restore MultiCam

System Settings.

Restoring Defaults
You can choose to restore the system default settings by clicking the Backup System Settings or

Restore Defaults icon, and select Restore Defaults.
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Hot-Swap Recording

The program Media Man Tool provides a hot-swap feature, allowing a non-stop recording. You can add
and remove a hot-swap or portable hard drive to the GV-System while the monitoring keeps on. When

the new drive is added, it will be configured to the recording path automatically.

Additionally, you can back up ViewLog player and database files to play back at any computer.

Note: The hot-swap feature supports the disk capacity of 2 GB at least.
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The Media Man Tool Window

Useful Utilities

This program comes with the installation of Main System. Click Windows Start, point to Programs,

select the GV folder and then select Hot Swap HDD Tool. This window will appear.

= Driver - MediaManTools

Exit View Tools

Driver : C:\
Free Space : 1,08 GB

Total Space ;: 391 GB

Driver : D\
Free Space : 1,60 GB
Total Space ; 1952 GB

Status : Standly Status : Unused
. [ Displary detais [ Displary detais
]
Driver : E:\ Driver : F:\
. Free Space : 33.37 GB Free Space : 360 GB
Total Space : 39.07 GB Total Space : 41 46 GB
Statuz : Standby Status | Unused
(43 Display details [ Display detais
|
Figure 11-40

The controls in this window:

No. Name Description
1 Exit Closes or minimizes the Median Man Tool window.
2 View Refreshes the disk drive status shown in this window.
Sets up the LED panel and automatically logs in the Media Man Tool
3  Tools _
window.
. ) Select the option to view the status and information of the disk drives. For
4 Display Details

details, see Viewing Disk Drive Status later in this chapter.
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Viewing Disk Drive Status

To view the detailed information of a drive, check Display Details (No. 4, Figure 11-40) in the desired

drive section. The status window will appear.

- E (x)
Media Type : Local B Free Space
File System : MTFS B DVR Used
Free 5 2 3337 GB —
d @ MDE Used _0
Total Space : 39.07 GB -
O Object Index Used
Status : Standby
O Database Used
B Cither Used
DR Event Infarmation
Path : [Slet= e —e
Size and Count : 6.07 MB [ 6 Files )
Cldest event : 105312007 20:24:35

[ Mewver recycle events are excluded )
Latest event 115352007 14:51:149
DR Database Information

Path : E:AGYEO0L = _e
Size and Count : 35.00 KB ( 33 Files )
MDB Information
Path : EMGYS00DATABASEY 7 a
Size and Count : 25.57 MB [ 96 Files )
Ohject Index Information
Path : EMGYSO0MOBJECTINDER AN i) _e
Size and Count : 15.00 KB [ 1 Files )
“iewvlog Information
Path - Empty - —e

Figure 11-41

The controls on the MediaMan window:

No. Name Description

Indicates disk information.
In “Media Type,” two messages may appear:
® | AN: indicates a hard drive is connected.
® | ocal: indicates a local hard drive is connected.
1 Disk Properties In “Status”, three messages may appear:
® Standby: indicates the hard drive already specified as the recording
path.
® Unused: indicates the hard drive not specified as the recording path.

® Recording: indicates the files are being recorded to the disk.

Indicates the path, size and number of recorded events; the dates of
2 DVR Event Info
the oldest and latest events.
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DVR Database Info Indicates the path, size and number of the ViewLog Event List log files.

MDB Info Indicates the path, size and number of System Log files.

Object Index Info  Indicates the path, size and number of Object Index files.

ViewLog Info Indicates the location you have backed up the EZ ViewLog player.

Note: The DVR Event Info updates every minute. The MDB Info, DVR Database Info, Object Index

Info and ViewLog Info update as data changes.
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Adding a Disk Drive

1. Click Windows Start, point to Programs, select the GV folder and select Hot Swap HDD Tool.
2. Insert a hot-swap hard drive or plug a portable hard drive to your computer. This dialog box

appears.

Find some partitions, What do you want ?
(N
Free Space 2255 GH

Total Space : 43.84 GB
Recoarding Faolder :

H:‘Cata-Hu E]

& to recording psth
Addto: | Storage 1 w

Storage Information

DoaTempt Camera 1 e
Camera 2
Camera 3
Camera 4
Camera S
Camera B
Camera 7
Camera 8
Camera 9
Camera 10 w
Figure 11-42

Select Add to recording path and select the storage group from the drop-down list.

4. |If there are recording files saved on the hard drive, you may select the options of Delete all
events, Delete all database files or Delete all object index files.

5. Click OK to automatically configure the hard drive to the recording path.

6. To verify the hard drive is added successfully, check if the “Status” of the drive displays Standby.
Or in the Main System, click the Configure button, point to General Setting, select System
Configure, click the Set Location button, and then select the Storage Group Folder to confirm

the new recording path.

Tip: To add a local drive to the recording path, right-click the desired drive, select Add for recording

and follow Step 3 to add the drive.
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Removing a Disk Drive

Useful Utilities

To remove a disk drive from the recording path, right-click the desired drive, and select Remove from

recording path. This dialog box will appear. You can export related database files with the recordings

on the hard drive. You can also export the ViewLog player which allows you to play back the

recordings on any computer.

Please select to do something before remove this disk

Expott ViewLog Player
E:Wienwlagh
@ Export Wiewlog with database files
(") Export database files only

Export System Log databasze files
E:MWignlog\Databazel

Export Ohject Index files
E:"iewlogiObjectinde:\

g0

Figure 11-43

B Export ViewLog Player:

® Export ViewLog with database files: Exports the ViewLog player together with ViewLog

Event List log files (.db files), related to the recordings on the hard drive.

® Export database files only: Exports ViewLog Event List log files (.db files) only if the

ViewLog program already exits on the hard drive.

B Export System Log database files: Exports the system log files (.mdb files), related to the

recordings on the hard drive.

Export Object Index files: Exports the Object Index files, related to the recordings on the drive.

[...] button: If you want to change the default folder “Viewlog” created on the hard drive, click the

button.

Note: Removing the hard drive will affect ViewLog database. To restore these events, add the hard

drive back to the system and run Repair Database Utility.
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Logging In Automatically at Startup

To automatically log in and minimize the Media Man Tools window at Windows startup, follow these

steps:

1. Click Tools on the menu bar, and select Auto login at Windows startup. A dialog box appears.

2. Type the ID and password of the GV-System for automatic login in the future.

3. If you want to minimize the Media Man Tools window to the system tray at startup, select Auto
minimize at startup.

4. Click OK to apply the settings.
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Setting Up LED Panel

A LED panel on the screen provides a quick indication of the activity status of hard disk drives.

(%)
@)
i)
©
@)
@)
D

1 2 34 5 6 7 B
=

glelelelalelale

e’ -

Figure 11-44
LED Color Description
Gray No HDD is assigned to this LED.
Green A HDD is assigned to this LED.
Red The HDD is full.

) GV-System is recording or the video / audio files are played back in
Flashing Green
ViewLog.

Flashing Red The HDD is recycling.

1. Click Tools on the menu bar and select Setup LED Panel. This dialog box appears.

Setup LED Panel

LED Panel always stays ontop
Synchronize the LED Panel weith the LED Device on GY-Haot
Swap DVR @
COMPort: | Cobd v |
Enable dizk full beep
Indicate HD status by LED @
a0 - 05 A
e D) e O
e B ) @ Leo
e FAL ) @ Leo
@ Lo
5 Leo
@ Leo
@ Leo 1
@ Leo
@ Leo
@ Leo
& %
[ Ok ] [ Cancel ]
Figure 11-45
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B |LED Panel always stays on top: This option makes the LED panel stay on top of other

windows when the Media Man Tools window is minimized.

B Synchronize the LED Panel with the LED Device on GV-Hot Swap DVR: This option is
designed for the use of the GV-Hot Swap DVR System. When this option is enabled, the
LED device installed on the front panel of the GV-Hot Swap DVR System will synchronize

with the LED panel on the screen.

B Enable disk full beep: When the hard disk drive is full, the system sounds on. Note this

function only works when the motherboard is equipped or installed with a PC speaker.

2. By default, only the hard disk drive that stores video and audio files will be assigned to LED. If
you want to re-assign the hard disk drive or assign other drives to LEDs, freely move the hard

disk drive to the desired LED on the tree.

3.  Click OK to apply the settings, and minimize the Media Man Tool window to display the LED

panel on the screen.

4.  If you want to return to the Media Man Tools window, right-click the LED panel and select Switch

to the setup window.

Note:

1. Because the LEDs are designed to indicate the video and audio files are being written or read, it
is not recommended to assign the HDDs that store log files to the LEDs.

2. If the HDD that stores log files is assigned to a LED and its LED turns red, make sure the log
files are not being written before you remove it. Otherwise, the log files might be lost during the
removal. For details on storage locations of logs and video/audio files, see the option “Set

Location” in Configuring Global Recording Parameters in Chapter 1.
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Backup Server

You can back up recording files and log data of the GV-System to an external iISCSI storage system
over the Internet. In iISCSI (Internet SCSI) storage protocol, there are two ends in the connection:
initiator and target. The initiator, located at the host side, requests any iISCSI communication like read
or write. The target is the storage device itself that controls and serves volumes. The figure below

illustrates multiple GV-Systems back up files to one iSCSI storage system over Internet.

GV-_S_ystem GV-System
(Initiator) (Initiator)

[nile= ]

iSCSI Storage System
(Target)

Figure 11-46

The host GV-System needs an iSCSI initiator. The iSCSI initiator is a driver, which handles the traffic

over iSCSI. Download and Install the iISCSI initiator from Microsoft Download Center. After the

installation, the Microsfot iISCSI initiator icon will be created on the desktop. Consult the documentation
of your iSCSI storage system to configure the iSCSI initiator and build connection to the storage

system.

Note: If you are using Windows Vista, there is no need to install the Microsoft iISCSI initiator because

it has been integrated into Windows Vista.
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Usage Requirement

You must meet the following requirement when creating node name accounts on the storage system:
® Each node name account is applied only for each host/computer to use. It is restricted to apply

one node name account on different hosts/computers due to data conflict.

Connecting to the Storage System

Before connecting the GV-System to the storage system, make sure you have installed and set up
Microsoft iISCSI initiator.

1. Atthe GV-System, click the Network button (No. 11, Figure 1-2), and select Backup Server. This

dialog box appears.

T Geo Backup Server E|
SErvEr

Userhame:
adrninl

Fassword:

Park:

3260 Default

Reconnect
[v Retry until connected

Max. Retries:
Rekry Interval |1 Sec

Conneck | Cancel | Advance |

Figure 11-47

2. Type the IP address and user name of the storage system. Modify the port if necessary.

3. If you want the system to automatically start connection retry, specify the number of retry attempts
and the time of retry interval in seconds, and then select Retry until connected.

4. Click Connect. Once the connection is established, a Backup Server icon E appears on the

system tray.

Note: The storage system will follow the recycle setting on the GV-System. For example, you set the
recycle size of 800 MB on the GV-System. When the connected hard disk from the storage system

reaches the limit of 800 MB, the recycle starts and the oldest files are overwritten.
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Advanced Settings

Useful Utilities

You may want to configure the Backup Server to fit into your own needs. In the Geo Backup Server

dialog box (Figure 11-47), click Advance. The Advance Settings dialog box appears.

[General]

You can select the bandwidth speed to ensure the quality connection.

Advance Settings @
General lServer Settings I Schedule ]

Upload Policy

' Full Speed

" Limit Bandiwidth 1024 KBls

" Smart Detection
Startup

[~ Add to Startup

¥ CHAP Login
User Mame matt
Target Secret | administrator

Cancel

Figure 11-48

[Upload Policy]

B Full Speed: Build the connection at full maximum speed.

B Limit Bandwidth: Specify the desired bandwidth limit in kb/s.

B Smart Detect: Automatically detect the file size and decide the proper bandwidth speed.

[Startup] Automatically starts the Backup Server at Windows startup.
[CHAP Login] If the CHAP authentication is enabled on the storage system to secure data

transmission over the network, you must select the CHAP Login option, and type User Name and

Target Secret (password) created on the storage system; otherwise you cannot log in the storage

system.
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414

[Server Settings]

You can select the files of cameras to be backed up, and the way of notification when the network is

disconnected.

Advance Settings g|

General Server Settings lScheduIe]

Camera Selection EsEEmEE: G

+ Enahble Al ™ Trigger output
" Manual Select Module |1 w| PNl o«
B ™ ™ r
r r r r [ send alert e-mail
B N N r Mail b ;
r - - r |
SMS Setup E-Mail Setup

™ Send alert SMS Message

Account Settings. ..
Test Account!

[4]3 | Cancel

Figure 11-49

B Camera Selection: Selects the files of desired cameras to be backed up.
B Disconnect Option: Selects the alert methods when the network is disconnected.
® Trigger output: Triggers the specified output module and pin for alerts.
® Send alert e-mail: An e-mail message is sent out for alerts. Before using this function, click
the Setup button in the E-Mail Setup field to set up an e-mail account.
® Send alert SMS Message: A SMS message is sent out for alerts. Before using this function,

click the Accounts Settings button in the SMS Setup field to set up a SMS account.



Useful Utilities

[Schedule]

You can plan the time to back up the files to the storage system.

(X

Advance Settings

General ] Server Settings  Schedule l

" Any Time

" Daiky

o4 2 2 4 5 &6 7 & 9 40 11 12 13 14 15 16 17 18 19 20 21 22 23 24
[FETT TRV TN FEVL VSN PRTY BUEY DY RUTY SUUE FETY FRUE FETY P PUE PRRY BT |

Time
* Weekly
v Man W Toei v wed v Thu

v Fri [ Sat [~ 5un
" Any time
f+ Select time

o1 2 2 4 5 &6 7 82 9 40 11 42 12 14 15 46 A7 42 10 20 21 22 23 24
[T ETST NN RUET INUYRUEY INUN SUSY INUNRUEY INULRUEY INUL EUEY SR EUEY INULUUEY INULEUEY INUL SUEY SRRYRURY |

Time ]

Ok | Cancel

Figure 11-50

Any Time: The backup starts whenever there are files to be backed up.
Daily: The backup starts at the set time of a day. Drag the mouse over the timeline to define the
start and end time.

B Weekly: The backup can start at any time or the specified time of a week. To specify the time,
select the desired days (Mon — Sun), select Select Time, and then drag the mouse over the

timeline to define the start and end time.
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Manually Adding Files for Backup

It is automatic to back up the files from the GV-System to the storage system once the connection is

built. To manually select the files for backup:

1. Click the Backup Server icon on the system tray, and then select Add Files. This dialog box

appears.

Add Files X

=-[Jee It -
=0 Datal —
=I5y camO1
w00 0108
=009
- [O@y Eventz00z010
O Eventzoozoio
~ O] Eventzonzoin
O] Eventzonzoin
& Eventzoozoino
O] Eventzoozoio
O Eventzoozoio
~ O] Eventzonzoin
~ O] Eventzonzoin
[0 Eventzonzo10 +

¥
6] 4

|

Figure 11-51
2. Expand the hard disk drive folders and select the files for backup.
3. Click OK to start.
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Viewing Server Status

You can access the information of connection activities, backup files and backup data. To view the
information, click the Backup Server icon on the system tray and select Server Status. The Upload

Info dialog box appears.

[Event Log]

This tab shows the history of connection activities. Note that the latest event is always placed on the

= Upload Info El
Server
o P 1921682474
Disk Space
Total Space | 2606.0 G5
i i Used Space : 584.0 WE
VR Disk uss gz Fres Space : 26050 GB
Evert Log I Backup File List | Database List |
[ Index_ [ Time [ Message
3 15:04:48 Stop transfering files.
2 15:04:47 Transfering files Skart.
1 145947 Login 192.168.2.174 success
£ >
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[Backup File List]

This tab displays the files being backed up. Click File View to display the backup files by file names or

click Camera View to display the backup files by cameras.

2= Upload Info El
Server
15 IP: 1821682174
7\\ Disk Space
" Total Space © 2990 GB
[i] .___,/—ﬁg'g_3 Used Space: 15.0 GB
NYER Disk usage Fres Space : 264.0 GB

Ewert Log  Backup Fils List IDmabase List 1

File Wiews Camera View

Index | File Mame [ Progress | Speed &
Event20020106050802003.avi  [0% 0.0 7
Event20020106050802004.avi (100
Event20020106050802005, avi
Event200201 06050802006, avi
Eventz200201 06050802007, avi
Event20020106050802008. avi
Event20020106050802009. avi
Event20020106050802010, avi
Eventz2002010605080201 L. avi
Event20020106050802012. avi
EventZ0020106050802013. avi
EventZ0020106050302014. avi
Eventz20020106050802015. avi
Eventz20020106050802016, avi
Event20020106050902001 . avi
EventZ0020106050902002. avi
EventZ00201 06050902003, avi
Event20020106050902004, avi
Event20020106050902005, avi |1
Event20020106050902006. avi (1009

&

[ s e e s e e e e O T B G T

R S e e i

Figure 11-53

Tip: To view the information of the backup file, click the file event.

[Database List]

The related log data, including system log and POS data, will be backed up to storage system with the

recording files. Note that the record only appears on the next day of file transference.

== Upload Info @
Server
15 IP: 1921682174
F\\ Disk Space
' Total Space : 293.0 GB
a .ﬂ‘é—l Used Space : 150 GB
NVR Disk uzage Free Space : 284 0 GB

Event Log | Bachup File List Detabsse List I

[ index | File Mame [ Progress | speed
v 1 5520020107 mdb
v 2 pos20020107.mdb
< >

Figure 11-54

418



Useful Utilities

Retrieving Recorded Files

You can retrieve files from the storage system and play video back.

1. Onthe ViewLog screen, click the Tools button (No. 6, Figure 4-2), and select Remote Storage

System. This dialog box appears.

Connect to Backup Server le
Host List =
(2) P address |182.1EE.U.1?2 j =gl DVR
Bt v ooy Coect |

Port : 3260 Default el R e

‘& test cam
Mode Name : | hwt ' Camera 3
[W Enable CHAP Account "EH Camera £
User Mame : ja=zon

TrmnoT | yyyyyyyyyyyy

[~ Zave Pazzword

Get Host List | Close

Figure 11-55

2. Type the IP address of the storage system and initiator Node Name. Modify the port number if
necessary.

3. If the CHAP authentication is enabled on the storage system to secure data transmission over the
network, you have to select Enable CHAP Account, type User Name and Password created on
the storage system; otherwise you cannot log in the storage system.

4. Click the Get Host List button to start.

When the DVR icon appears on the Host List, click the ’ﬁ button on the top right corner, or
right-click the list and select Connect to start.

6. When the connection is established, you will see the events stored on the storage system appear

on the Event List. Then you can use all ViewLog features for playback.
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Backup Viewer

With the Backup Viewer, you can access the video recordings and log data backed up at the iISCSI
storage system over the Internet from any computer. You can search the log data, view, edit and save

the recordings at the local computer.

Backup Viewer GV-System / Backup Server
(Initiator) (Initiator)

IEES| _—

iISCSI Storage System
(Target)

Figure 11-56

Usage Requirements

You must meet the following requirements when building the Backup Viewer and creating the node

name account on the storage system:

® The Backup Viewer is not appropriate to be installed on the computer of Backup Server
(GV-System) due to node/host name conflict.

® Only apply the node/host name of “Read-Only” to the Backup Viewer due to data conflict.

Installing Backup Viewer

Insert the Surveillance Software CD, click Install V 8.3.0.0 System, select Backup Viewer and follow

the onscreen instructions.
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Starting Backup Viewer

1. Go to Start, point to Programs, select Backup Viewer, and then click GeoVision Backup
Viewer.
2. Inthe Backup Viewer window, click the Connect button on the toolbar. This dialog box

appears.
15CS1 Login
IP Address | 192.188.3.52 j

Part 3260
Mode Marme | &dmin

[v CHAP Infaormation

User narne | geovision

Target Secret | shebkbeksek ek sk

Conneck | Cancel

Figure 11-57

Type the IP address of the storage system and initiator Node Name.

4. If the CHAP authentication is enabled on the storage system, you have to select CHAP
Information option, and type User Name and Target Secret (password) created on the storage
system; otherwise you cannot log in the storage system.

5. Click Connect to start. When the connection is established, the recordings are listed and

displayed.
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Performing Queries

On the iSCSI tab, you can search events or log data stored on the connected storage system.

This feature shares the same GUI and functions with the Event List Query function on WebCam Server.
For details, see Event List Query in Chapter 8.

= -;nusu].upvw.-r

iSCSI tab «———7

L E AR e S TR Y

)
TESTIZAPD
Lo quesy
= Meeitor Msuktor
™ System 2]

Event Type Devies Informatian Date
“ Login Salbr Qusry|
 Counter [Matice: = =l = [ronnan -0 5

T

r pos TR o |

Sitmi iy, Soimsldogam | <] Epod |

W Page: 111, Total ecoed(sy 2 =]
© EwntType  Deves | —] - ) L
Matice 4 AM3/2008 13251 PM =
2 Mot 3 1/A/2008 33251 PM S=h

1 Page: 111, Tetal eceed[a) 2

Figure 11-58
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Viewing the Event Files

On the ViewLog tab, you can retrieve the recordings from the storage system and play video back.

ViewLog tab <

List of available hosts,
cameras and dates

Event List «

Playback Window

Figure 11-59

Right-clicking the playback window can change the play mode and create special effects when you

play video back.

Name Functions

Includes these options:
® Frame by Frame: Plays back video frame by frame.

® Real Time: Plays back video on real time. This mode saves waiting time for

Play Mode
rendering, but drop frames to give the appearance of real-time playback.

® Auto Play Next 5 Minutes: Plays back video up to 5 minutes.

® Audio: Turns on or off the video sound; audio denoise.

Includes these options:

® Deinterlace: Converts the interlaced video into non-interlaced video.

® Scaling: Smoothens mosaic squares when enlarging a playback video.
Render ® Deblocking: Removes the block-like artifacts from low-quality and highly

compressed video.
Defog: Enhances image visibility.
Stabilizer: Reduces camera shake.

Text overlay’s camera name and time: Overlays camera name and time
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onto the video.
® Text overlay’s POS/GV-Wiegand: Overlays POS or GV-Wiegand Capture
data onto the video.

Full Screen: Switches to the full screen view.

Snapshot: Saves a video image.

| Save as AVI: Saves a video as avi format.
Tools

Download: Downloads the video clip from the DVR or video server to the

local computer.

Using Remote ViewlLog

Using the Remote ViewLog function, you can access the data on the GV-System. Click the Remote
ViewLog button on the toolbar. The Connect to Remote ViewLog Service dialog box appears.
Type the IP address, ID and Password of the GV-System, select DVR in the Host Type field, and the

click Connect to enable connecting to the GV-System.
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Bandwidth Control Application

The Bandwidth Control is an independent application that controls and monitors the network traffic of
the WebCam servers. Its features include:
® Manage up to 10 WebCam servers

Get bandwidth usages of every Webcam server and every user

® Set bandwidth thresholds for specific users and IP addresses
® |P black and white list
® Kick unwanted users

Note: The Bandwidth Control application only works on Internet Explorer. If the user logs in the
WebCam server using other browsers, e.g. Netscape and FireFox, the Bandwidth Control cannot
detect and manage the login user. However, the user of other browsers has access to JEPG and live

images only.
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Installing the Bandwidth Control

1. On the computer you want to install the Bandwidth Control program, insert the Surveillance
System Software CD, click Install GeoVision V 8.3.0.0 System, select Bandwidth Control
Client Site, and follow the onscreen instructions.

2. After the installation is complete, double-click the Bandwidth Remote Control icon created on the

desktop. The Bandwidth Control window appears.

= | Server Name ~ Uger Name IP Address Bandwidth Bandwidth |.. = Bandwidth % Status Login Time ;"
@—- =] 127.0.041 (127.00.1 CHEdMebCa B B3 bl ;
WebCam 3 jofce (4) 127.0.01 27.03 KBS 33 % 2007-12-03.
& winnie () 192.168.0.245 2665 KB/s 32 % 2007-12-03.
€1 JACK (B) 1892.168.0.245 27.09 KB/s 33 % 2007-12-03
..EV ntLog | Bandwidth Record |
( Efent User Name IP Address Login Time
| sgrer Login WebCam 127001 2007-12-03 17:00:56
Sdrver Login WehCam 127.0.01 2007-12-03 17:00:56
Uger Login 1 127.0.01 2007-12-03 17:05:23
Liger Login 2 192.168.0.245 2007-12-0317:08:00
Uger Login 3 192.168.0.245 2007-12-0317:08:18
Uger Logout 3 192.168.0.245 2007-12-0317:08:27
Uder Logout 3 192.168.0.245 2007-12-0317:09:30
Lger Login joyce 127.0.01 2007-12-0317:09:36
Lger Lagin Winnie 192.168.0245 2007-12-03 17:09:52
5 Lger Lagout Winnie 182.168.0.245 2007-12-03 17:09:58
¢ 5 Uger Login JACK 192.168.0.245 2007-12-03 17:10:06
e o
Figure 11-60
No. Name Description
1 Connection Builds the connection to a WebCam server.
2 Disconnect Stops the connection to a WebCam server.
3 Get Control Obtains the right to remotely control the WebCam servers.
4 Give Up Control Ceases controlling the WebCam servers and users.
5 User List Displays the connected users and their status
6 Bandwidth Record Displays the network traffic in graph display.
7 Event Log Records activities of WebCam servers and users.
8 Host List Displays all WebCam servers to be connected.
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Allowing Remote Control at DVR

The network traffic of WebCam server can be controlled when the DVR permits the remote control

from the Bandwidth Control program by the following steps:

1. Click the Network button (No.11, Figure 1-2), and select WebCam Server.
2. Onthe General tab, select the Run Bandwidth Control server option. When this option is
enabled, on the Control Center Server option list, the “Bandwidth Control Service” is marked with

a check.

Connecting to a WebCam Server

1. Click Host on the menu bar, and select Connection. Or you can click the Connection button on

the toolbar. This dialog box appears.

Connection E|
Host

192.168.0121 v

Defaut | | Add [ e

Host 192.168.0.121
IP Address 192.168.0.121
Part 3338

User Name 123

Password LYYYYs

[ ok | [ cancal

Figure 11-61

2. To add a WebCam server to be connected to, click Add.

w

Type host name, IP address, user name and password of the WebCam server. Modify the port if
necessary.

Click OK. If the connection is established, the WebCam server shows up in the Host List.

You can add up to 10 WebCam servers by repeating above steps.

To stop the connection, select the host and click the Disconnect button.

N o A

Up to 5 users of the Bandwidth Control programs can connect to a single WebCam server for
network traffic monitoring. However, only one user has access to bandwidth settings. When this
user clicks the Give Up Control button, the user no longer controls the WebCam server.
Whoever clicks the Get Control button first has access to bandwidth settings. For bandwidth

settings, see Controlling a WebCam Server below.
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Controlling a WebCam Server

To disconnect a login user or set the bandwidth limit for a user, right-click the user to have these

options:

Server Mame  LUser Mame IF Address Bandwidth Bandwidth I...

= @l WebCa... 83.85 KBIs
£ Winnie (5} 192.168.0.245 9.97 KBis 20 KBis
ai JAC P45 36.42 KBis

. Kick
IOVEE  Bandwidth Setup »

& 37.45 KBis

Figure 11-62

B Kick: Disconnects the user from the WebCam server.
B Bandwidth Setup: Select By Username to specify a bandwidth limit for the user, or select By IP
to limit the bandwidth used by the IP address. A setup dialog box will appear. In this example, an

IP address is selected for bandwidth limit setup. Select Bandwidth Setup, specify a bandwidth
limit, and then click OK.

Bandwidih Setup E'

IF Address

| 127.0.0.1

Bandwidth Setup

Bandwidth

100 kB b

I Ok l ’ Cancel ]

Figure 11-63
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Bandwidth Setup

You can specify the total bandwidth allocated to a WebCam server. You can also specify the bandwidth

for certain users and IP addresses. This is especially useful when your network is busy or heavily
loaded.

1. Click Configure on the menu bar, and select Bandwidth Setup. A dialog box prompts for you to

select a host.

2. Select the desired WebCam server, and click OK. This dialog box appears.

Bandwidth Setup El
O Bancwidth limit
1 KB Rs
By IP
192.168.0.121 ~ 182168.0220  1000KB
< >
md [ Edt ][ Delete
By Lsername
Geo 1000 KB
< >
add il Edit |[ Delete |
[ Ok l ’ Cancel ]
Figure 11-64

B Bandwidth limit: Select this option, and define the total bandwidth that the WebCam server

will be allowed to use on your network.

B By IP: Click the Add button, and specify a specific IP address or a range of IP addresses and
its bandwidth limit.

B By Username: Click the Add button, and specify the user name and its bandwidth limit.

Note: If you have already specified the total bandwidth to a WebCam server, it is prioritized before

the bandwidth limits set to user names and IP addresses.
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Block List Setup

Two types of block lists are provided to restrict access to a WebCam server: permitting and denying a
specified range of IP address to establish the connection. Note that only one type of block list can be

used at one time.

1. Click Configure on the menu bar, and select IP White / Black List Setup. A dialog box prompts
for you to select a host.
2. Select the desired WebCam server, and click OK. This dialog box appears.
IP White/Black List Setup x]
WebCam v

[0 Enahble IF White List

192168.0.220 ~ 192.168.0.230

[ om0 ][ Em ][ et

[J Enahle IP Black List

st [ st [ pelte |

[ Ok l[ Cancel ]

Figure 11-65

3. Select the type of block list you want to use, and click Add to define the IP addresses.
B Enable IP White list: Allows the defined range of IP addresses to establish the connection.
B Enable IP Black list: Prohibits the defined range of IP addresses from establishing the
connection.

4. Click OK to apply the settings.
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Useful Utilities

You can set up sound alarm when a user logs in, or change the real-time graph display of network

traffic. Click Configure on the menu bar and select General Setup. This dialog box appears.

General Setup
Llser Login

[¥] User Login Alarm

Bandwidth Display Option

[ sandwistn | [ oridline |
[ Backoround | | Default |
MNumber of Grid Line 5 v
[ OK ] [ Cancel

Figure 11-66

User Login Alarm: Computer alarm sounds on when a user logs in.
Bandwidth: Sets the color of bandwidth wave.

Grid Line: Sets the color of the grid lines of graph.

Background: Sets the background color of the graph.

Default: Sets the color of graph display at default.

Number of Grid Line: Use the drop-down list to select how many grid lines to be displayed.

When you click the Bandwidth Record tab in the Bandwidth Control window, you can view the

network traffic in graph.

EventlLog | Bandwidth Record

524.00 B3

498.00 BfS

472.00 B3

420.00 B3

s \"\i"\"U/\"\/f\/ﬂ"\"ﬂ(\"\/ﬂ"\/ﬂ/\”\“\"\fuﬂ"\i\"|f'f\"\f:\"\(u(\’\w\f\"W““\

|

\/\i“\”."\"\(”"\"u"\/\ii“(“/\"\fu"\f\/”"\“"\"“"\““\"ﬂ(\”\/ﬂ"\“"\"\(U"\fu(\"\/u"\/j\/j\/\(\"ﬂ(\/\iW"\"j\/ju(\"j\"\fu”\/'f.\ L/.W”"\“
AN |

Figure 11-67
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Report Generator

With the Report Generator, you can generate a daily or weekly report based on the specified recording
data. The report can be either generated manually or automatically by schedule. The report is
available in two types of formats: MDB and HTML. You can save the report on the hard disk, send it to
a specified e-mail address or have it to be dealt in both ways. If the reports indicate the video

recordings of events, you can play them back via Internet connection.

Starting Report Generator

1. The Report Generator program is included in the installation of Main System. Double-click

ReportGenerator.exe from the GV program folder to run the program.

2. Type the ID and password of the GV-System when you are prompted to log in.

Setting Up Report Generator

In the Report Generator dialog box, click the Advanced Setting tab.

Report generator ['._||E|rg|
Q GeoUision
The Vision of Security
Program Report  Advanced Setting lEvent Log]
Startup Day definition of report
[ Auto startup when Windows startup f* The previous day
[ Minimize UL i 24 hours before execution time
Report Domain name from DONS
Keep Days: 2 WV [192.1680125 1)
Event Log Settings
Ewvent List
Auto Impart: T Days
Event Log
Keep Days: 365 m _"ﬁ ¥ Recycle @
Log Path: | E G E0MAutalationSettingLogh
Apply
Encl
Figure 11-68
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[Startup]

B Auto startup when Windows startup: Select this option to start Report Generator automatically

at Windows startup.

B Minimize Ul: Select this option to minimize the Report Generator after it is started.

[Day Definition of Report] Define the time period of data to be included in the report.
B The previous day: The report is generated on the previous day’'s data.

B 24 hours before execution time: The report is generated on the data from 24 hours before

report generation.

[Report]

B Keep Days: If you generate reports to the hard disk, specify the number of days to keep the
report files. Up to 30 days of files can be kept. To generate reports to the hard disk, see Step 4 in

Setting Up Report Criteria later in this chapter.

[Domain name from DDNS] When the report in HTML format indicates the availability of video
recordings, you can establish the connection to the GV-System over Internet to play back the videos. If
the GV-System has a domain name, select this option and enter the domain name to be connected. To

obtain a domain name, see Dynamic DNS earlier in this chapter.

[Event Log Settings]

B Auto Import: Specify the number of days of Report Generator logs to be displayed when the

Event Log is started. Up to seven days of data can be displayed.

B Keep Days: Specify the number of days to keep Report Generator logs. The logs can be kept for
up to 365 days.

B Recycle: Select this option to delete old logs to make space for new ones when storage space is
lower than 500 MB.

B | og Path: Select the location to store Report Generator logs.
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Setting Up Report Criteria

1. Inthe Report Generator dialog box, click the Program Report tab.

Report generator E]lil@

(® GeoUision:

Program Report ]Advanced Seﬁingl Everit L-:-g]

The Vision of Securiny

POS MOB Mction Select
Monitaring ”@] Q] .
10 2 3l 4 | ¥ SavetoHD _ Sefting... |
System MDB
¥ Monitor . sl e [ 7] 8 v E-Mail M
el 1l 11 12
[~ System
13 44 [ 15[ 416 | Execution Methoo: |Manual weeekly ﬂ
[ Laogin
[ Counter
| | Select Date: | 1:z2r2008 ~|
Weekly report days of data selected
|SLIN |MON | TUE |WED | THU | FRI |SAT Execution | ppply | Remove |
Jioky Selection
Maonitoring System MDB Manitor
POS MOB 1
Action Selection HD
Execution Time 0E:00:00
Execution Day Manual weekly
Days of data selected Sun, Mon, Tue, Wed, Thu, Fri, Sat
Encl
Figure 11-69

2. Inthe Job field, type a descriptive name for the report.

3. Select the types of events you want to include in the report. To set up specific criteria, click the

Filter button beside each option.
[System MDB]

Monitor: Includes the events of motion and I/O events.
System: Includes the events of functions enabled and disabled in GV-System.

Login: Includes the events of who has logged in and out of GV-System and WebCam

Server at what time.

Counter: Includes the events of and result of GV-System’s counter function.

[POS MDB] Select the cameras for searching POS event.

4. Inthe Action Select field, select how the report is accessed.
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B Save to HD: Select this option to save the report on the hard disk. Click the Setting button

to display this dialog box.

Select save folder

| E:AGYE0DReport, Select

Export file type: |Htm| ﬂ K

di.

v Create a self-executabls fils Cancel

Figure 11-70

Click Select to specify the storage location, and use the drop-down list to select a report
format. If you want to create a self-executable file of the report, select Create a

self-executable file.

B E-Mail: Select this option to send the report to an e-mail address as an attachment. Click the

Setting button to set up the e-mail account and attachment.

For details on setting up the e-mail account, see Sending Alerts thru E-mail Accounts in

Chapter 1.

For details on setting up the attachment, see E-Mail Attachment Settings later in this

chapter.
5. In the Execution Method drop-down list, choose the way and time to generate the report.

B Everyday: Automatically generates daily reports at a specific time. Specify the time by using

the Select Time drop-down list.

B Sun - Sat: Automatically generates reports on the selected day (Sun to Sat) and at a

specific time. Specify the time by using the Select Time drop-down list.

To select the days of data to be included in the report, click the desired day buttons.

Wieekly report days of data zelected
SUW MON | TUE | WED | THU | FRI | SAT

Figure 11-71
B Manual daily: Manually generates a daily report.

® If you select Previous day on the Advanced Setting tab (Figure 11-68), the report will
be generated on the data of one day before your specified date. For example, you
enter “12/10/2007” in the Select Date drop-down list. The report is generated on the
data of 9th December 2007.

© Ifyou select 24 hours before execution time on the Advanced Setting tab (Figure

11-68), the report will be generated on the data of 24 hours before your specified date
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436

and time. Specify the date and time by using the Select Date and Select Time

drop-down lists.

B Manual Weekly: Manually generates a weekly report.

©

If you select Previous day on the Advanced Setting tab (Figure 11-68), the generated
report will contain the data of 7 days before your specified date. For example, you
enter “12/10/2007" in the Select Date drop-down list. The report is generated on the
date from December 3rd to 9th in 2007.

To select the days of data to be included in the report, click the desired day buttons.
See Figure 11-71.

If you select 24 hours before execution time on the Advanced Setting tab (Figure
11-68), the generated report will contain the data of 7 days counting back on your
specified date and time. Specify the date and time by using the Select Date and
Select Time drop-down lists. For example, if you enter “12/10/2007” and “01:00", the
report is generated on the time from 01:00 am, December 10th to 01:00 am, December
4th, 2007.

To select the days of data to be included in the report, click the desired day buttons.
See Figure 11-71.



E-Mail Attachment Settings

Useful Utilities

After you set up the e-mail account to receive the reports as e-mail attachments, you can also set up

the attachment limits to avoid sending out large files.

1. Onthe Program Report tab, select E-mail and click the Setting button beside. This dialog box

appears.

E-Mail

Mail Setup

SMTP Server: | Text Content: %’

E-Mail From: |

E-Mail To: |

Charset: |Wesiem European (Window j

Subject: | Report from TESTES

Attach File Select

? Test Mail Account

Expiort file type: Html - [v Create a self-executable file
[ attach File Limit SMTP Server
Upper limit of the attach files size: |2 MB SMTP Port:

¢ The attached files exceeding the size limit will not be sent.

~ The slnﬂached files arle automaticall}.:' zplit and sent out in mulitple 25

e-mailz. (Only _html files can be split)

[ SMTP Mail Server requires authentication
Accourt: Pazswward m

Ok | Cancel |

Figure 11-72

2. Inthe Attach File Select field, use the Export file type drop-down list to select Html or MDB as a

file format. If you want to create a self-executable file of the report, select Create a

self-executable file.

3. Select Attach File Limit, and decide the size limit of the attached file. Set the limit between 1 MB

and 10 MB.

4. Select one of these options to set the attachment condition.

B The attached files exceeding the size limit will not be sent: When the attached report file

exceeds the size limit, the e-mail will not be sent.

B The attached files are automatically split and sent out in multiple e-mails: If the

attached file exceeds the size limit, it will be automatically split and sent out in multiple

e-mails. Note this option cannot apply to the report files in .mdb format.
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Playing Back the Video Recording

In a HTML format report, the video recordings can be played back with the Remote ViewLog function.

Make sure the Remote ViewLog service is enabled at the GV-System that owns those recordings.

1. ltis required to install the Single Player in the computer where you want to play back the video
recordings. Insert the Surveillance System Software CD, click Install GeoVision V 8.3.0.0

System, select Single Player and then follow the on-screen instructions.

2. After the installation of Single Player is complete, open a report and click the desired video icon.

Figure 11-73

3. Ifthe Domain name from DDNS field on the Advanced Setting tab (Figure 11-68) is not selected,

this dialog box will appear.

Connect to Remote Viewlog Service

[@) IPAddress: |192.168.D.18
Patt: 5552 Default
ID: 123

FPassward :

Connect | Cancel |

Figure 11-74

|

4. Type the IP or domain name, ID and password of the GV-System, and then click Connect for

playback.

Viewing Event Log

All Report Generator events are recorded to the event log. To view the event log, in the Report

Generator dialog box, click the Event Log tab. All events are displayed in descending order.

For the related settings of the event log, see [Event Log Settings] in Setting Up Report Generator
earlier in this chapter.
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DSP Spot Monitor Controller

The Controller integrates the GV-DSP Card with spot monitor (TV monitor) applications. It allows

screen divisions on the spot monitor differently from the main screen.

With the Controller, you can also define the channel sequence of the display screen and adjust video

images on the spot monitor.

Note: The GV-DSP-100 Card doesn’t support this feature.

Spot Monitor Controller

To open the Spot Monitor Controller, follow these steps:

1. Click the Configure button (No. 14, Figure 1-2), point to Accessories, select DSP Spot Monitor,

and then select Spot Monitor Setup. This dialog box appears.

Spot Monitor Setup ﬂ

v Usze DSP as Spaot Monitar st nest Startup.

Ok I Cancel | @

Figure 11-75

2. Check Use DSP as Spot Monitor at next Startup, and click OK.
3. Restart the GV-System.
4. Click the Configure button (No. 14, Figure 1-2), point to Accessories, select DSP Spot Monitor,

and then select Spot Monitor Controller. The Spot Monitor Control window appears.

Note: When the DSP Spot Monitor Control feature is enabled, DSP Overlay will be disabled in the
Main System.
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[Advanced Layout]

i
Advanced Layout | ‘iden Setting I
T D1 — D4 — |7 DIWE
1 1 2 1
3 4
E |5
TeDWg o107 Dni2
1 2 3 1 2 1
4 b =
4 |5 |6 = i
A A 5 |3 [0 TR

Figure 11-76 Spot Monitor Controller

B DIV 1-16: Screen division option. You can modify the channel sequence by typing the number
directly on each division. Click Apply or OK to apply your settings.
B Right Arrow button: Sets the channel sequence of each scanned page (see the Scan Setting

section in Figure 1-81). Click the button to display this dialog box.

Div 16 - Page setting x|

—Page 1 ———— = I = |

m_ 4 3 4 Default I

3 |6 v g

Empty page I

9 10 (11 |12 ITI
13 |14 |15 |16
Cancel |

Figure 11-77 Page Setting

® Screen Division: Displays the channel sequence. You can modify the sequence by typing
the number directly on each division.
® <> buttons: Navigate pages.

® Empty page: Clears up the channel sequence of the open page.

440



[Video Setting]

Useful Utilities

Spot Monitor Controller

Advanced Lapout  Widea Setting |

—Yideno Attribute —%ideo Enable [min. 1]

Camera 1 j ¥ Cam01 ¥ Cam05 [+ Cam03 W Caml3
¥ Cam02 W Caml6 [ Caml0 ¥ Camld
Erighthess ; 100 v Cam03 ¥ Cam07 W Camll W Camis
Contrast : 150 v CamO4 W Camd2 W Caml2 | Camlb

& ctration [ Selectall | Cleardl |

Hue ; |-| a0 — Scan Setting
Interval: |1|:|— Sec.
Apply to Al Default | Seanby:  [viore =
ak I Cancel
Figure 11-78

[Video Attribute] Select a desired camera from the drop-down list to adjust image attributes, such as

Brightness, Contrast, Hue and Saturation.

[Video Enable] Check the desired cameras for display on the spot monitor.

[Scan Setting] Enter the interval between the scanned pages. Select Auto if you want to

automatically scan the cameras or Manual to scan at your own speed.
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Spot Monitor Panel

On the Main System, click the TV-Out button . This panel appears.

Q_IDiM vl ‘r_@

234
56|78
9 10 11 12
13 14 15 16 5@

Figure 11-79

The controls on the DSP Spot Monitor Panel:

No. Name Description

1 Scan Automatically or manually rotates channels and stops rotation.
2 Previous Page Goes to the pervious page of the scanned pages.

3 Next Page Goes to the next page of the scanned pages.

4 Exit Closes the DSP Spot Monitor Panel.

5 Switch Opens or closes the channel menu.

6 Channel Menu Displays the desired channel for single view.

7 Screen Division Sets screen divisions to 1, 4, 6, 8, 9, 10, 12 and 16.

After single view, click this button to restore the first scanned page, but to
8 Zoom Esc C
the last channel when the screen division is set to 1.
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Quad Spot Monitor Controller

The Controller integrates the GV-Multi Quad Card with TV monitor (spot monitor) applications. It
features:
® Upto 5 TV monitors can be controlled.
® TV Monitor 1 supports up to 16 screen divisions, and TV Monitor 2 to TV Monitor 5 support 1 and
4 divisions.
Different screen divisions can be set up on each monitor.

The channel sequence of screen divisions is user-defined.

Note: The Controller does not support the videos from GV-Video Server.

Setting Up the Controller

Click the Configure button (No. 14, Figure 1-2), point to Accessories, and select Quad Spot
Monitors Setup. The TV Quad Setting dialog box appears.

® |nthe General Setting tab, you can modify Video Format and Video Attribute for all TV monitors.

® Inthe TV tabs (TV1 to TV5), you can set up the following configurations for each TV monitor.

T¥ Quad Setting El
ATV @ vz | B rva | EY v a | B TV 5 | General Seting |
witen Enable " DIV A1 " DIV 4 DV E " Oiva
M1 W5 W3 713 B B
W2 WE W0 W 14 Select All ’7 |—
W 3 w7 11 w15 Clear Al ’_ |—
v 4 [wa w12 v 18 '_
Scan Setting Yidea Format ’7 ’7 ’7 |— |— |— |—
: =
intervat " =ec- " Div 39 D10 D2 (+ DB
Scan by: Auto - -
Setting 1 12 |5 |4
Yideo Attribute: |_ |_ ’_ ‘ ‘ ‘ ||: F EEI; E
Camera Popup: Sefting @ |7 |7 ’7 l_l_l_’_ |—|—|—|— |9—|H|F|E
T Setting: Setting |_|_’_ AR D EEN R REE
QR | Cancel | ‘

Figure 11-80
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[Video Enable] Check or uncheck the desired channels displayed on monitor screen.

[Scan Setting]
B Interval: Enter the interval between the scanned pages (see Figure 1-85 for the scanned page).
Set the time between 1 and 999 seconds.

B Scan by: Select Auto to scan the channels automatically or Manual to scan at your speed.

[Setting]
B Camera Popup: See Setting Pop-up Camera Windows below.

B TV Setting: Click the Setting button to display this dialog box.

T¥ Setting g|

Aoljust T
]

Ll R]
o

OsD Setting [P

v Show Camera Mumber!

coor [ |+ ¥

OK | Cancel |
Figure 11-81

Press the 4 direction buttons (U, L, R and D) to adjust the positions of the divisions on the monitor

screen.
To display the camera number on the TV monitor, check the Show Camera Number option. To
display the camera numbers on all connected TV monitors, check the Show Camera Number

option, and then click the finger button.

To change the color of the camera number indicator on the TV monitor, use the Color drop-down

list to select the desired color.
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[DIV 1-16] In the TV Quad Setting window (Figure 1-83), there are screen division options. You can
modify the channel sequence by typing the number directly on each division. Click OK or Apply
Current TV Setting to apply your configurations.

B Right Arrow Button: Sets the channel sequence of each scanned page. Click the arrow button

to display this dialog box.

Div 16 - Page setting E|
Page 1 =
IRFRERE Defaut

|5 |E |7'r |B Empty page
'3 |10 |11 |1z — on |
113 |14 |15 |16 conoel

Figure 11-82

® Screen Division: Displays the channel sequence. You can modify the sequence by typing the
number directly on each division.
® < > Buttons: Navigates pages.

® Empty page: Clears up the channel sequence on the open page.
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Setting Pop-up Camera Windows

The pop-up camera windows on the screen notify users of the current event, whether it is motion or 1/O
devices being triggered. You can decide to have pop-up cameras on computer screen, TV monitor or

both together.

Activating Pop-up Camera Windows
1. Inthe TV Quad Setting window, click the desired TV tab.
2. Click the Setting button of Camera Popup. This dialog box appears.

Camera Popup Setting E|

Crvell Tirme: 5 Sec.
Interrupt Interyval; 2 Sec.

Camera Maotion Invoke
w1 W3 Wwa [«¥13
w2 WwE w10 [« 14
W3 w7 i1 [¥i15
w4 wi w12 |« 16

Select Al | Clear All |

Mg 1 ] clear 2
Irgnat 1 ki

v Imput Imvoke:  |cameral -

Ok |

Figure 11-83

3. Set the Dwell Time and Interrupt Interval.
®  Dwell Time: Specify the amount of time a pop-up view remains on the monitor screen when
an event occurs. Set the dwell time between 1 and 120 seconds.
B Interrupt Interval: Specify the interval between pop-up views when events occur. Set the
time interval between 1 and 60 seconds.
4. To be alarmed with a pop-up view whenever movement occurs in the video image, select the
desired cameras to be popped up in the Camera Motion Invoke section.
5. To be alarmed with a pop-up view when input devices are triggered, select input module and use
the drop-down list to select the desired camera to be popped up.

6. Click OK to apply the settings.

Tip: All cameras can be repetitively setup on different TV monitors. If one camera is selected on

more than one TV monitors, it can be set with different alert events.
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Displaying TV Quad Panel on the Screen

On the main screen, click the TV-Out button . This panel will appear. Alternatively, you can run
this panel independently without the Main System by running QuadTV.exe from the GV folder.

Il

9_ E v, | UB] Tﬁ 1]

©—oi 1 -

e__'l 2134
]

6|78
9 [10]11[12
13[14/15/16 | [

® 6ééé

&

Figure 11-84

The controls on the TV Quad Panel:

No. Name Description
1 Monitor Selects the monitor to be controlled.
2 Scan Automatically or manually rotates channels, and stops rotation.

o Sets screen divisions. Only TV 1 can support screen divisions up to 16,
3 Screen Division o
and TV 2 to TV 5 supports 1 or 4 screen divisions.

4 Channel Menu Displays the desired channel for single view.
5 Exit Closes the TV Quad Panel.

6 Previous Page Scans the previous page.

7 Next Page Scans the next page.

8 Settings Displays the TV Quad Setting window.

9 Switch Displays or hides the channel menu.

After single view, click this button to return to the first scanned page or
10 Zoom Esc .
return to the last channel when the screen division is set to 1.

Note: If the DSP Spot Monitor function is enabled at the same time with the Quad Spot Monitors, the
TV-Out button has two options: Spot Monitor Panel and TV Quad Panel. Select the desired panel to be
displayed on the screen.
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Digital Matrix

To create more screen space to display multiple channels, such as 32 channels, Digital Matrix is thus

introduced to provide a way to view and manage up to 8 monitor displays.

The monitor of the computer where you configure the settings and control is called the “primary
monitor” and up to 7 additional monitors can be connected with. Additional VGA cards are required to
install multiple monitors. Most VGA cards now support dual monitors at least. To connect up to 8

monitors, you may need 4 VGA cards installed in the computer of GV-System.

The Digital Matrix includes these features:

® Live view: You can set different live views and screen divisions for each monitor.

® Automatic channel scan: You can set up to 16 scanned pages with different screen divisions and
channels for each monitor.

® Pop-up Alert: You can be alerted by pop-up live videos when motion is detected or I/O devices

are triggered.

Activating Multiple Monitors

Use Windows Display Properties to activate multiple monitors. Here we use Windows XP to illustrate

the steps of configuration.

1. Right-click the desktop, click Properties and click the Settings tab. This dialog box appears.

Display Properties

| Themes | Desktop | Screen Saver | Appearance| Settings |

[irag the monitor icons to match the physical arangement of your monitors,

12

Display:
2 l:F"Iu-‘rlg and Play Monitor on GIGAEYTE Radeon #1600 PRO Secondz w |
Screen rezolution Calor quality
Less J Mo Highest (32bi) v
1280 by 1024 pies I

[] Use this device as the primary monitor.
Extend my ‘Windows desktop onto this monitar,

[ |dentify ” Troubleshoot... ] [ Advanced
QK Cancel Apply
Figure 11-85
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Click the Display list. If you do not see multiple monitors listed, check if your additional monitors

are connected with the computer properly.
Select the primary monitor from the list, and select Use This Device as the Primary Monitor.

Select additional monitors from the list, and select Extend my Windows desktop onto this

monitor for each monitor.

Click Identify. Windows XP displays a large number to identify your monitors. Drag and drop the

monitor icons to match the physical arrangement of your monitors.
Click OK.

Start the GV-System, click Configure, click Accessories, select Digital Matrix Setting, select
monitors from the Display list and select Activate for each monitor. For example, if you install 7

additional monitors, you need to activate Display 1 to Display 7 one by one.

Click Apply. Your additional monitors should now display the channels seen on the primary

monitor. See the figure below for example.

Primary Monitor . . _
(Monitor 1) Monitor 2 Monitor 3 Monitor 4

Figure 11-86
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Setting Live View

You can set different live views and screen divisions for each monitor.

1. Onthe main screen, click Configure, click Accessories, and select Digital Matrix Setting. This

dialog box appears.

Digital Matrix Setup

[~ Activate: |Display =| B Description: 1024 by 782 pixels. This is the Main Monitorl

Drag and Drop Camera Mo, to the Screen

& camt A |1!2I3I4|
.;ﬁcam2 |5|5i7'3|

'.‘.Ecama |gi1qi11i1z|

;f camd | i | . ] B

B e ENFTVETRETH RN
- |¥l&E cams

g ean? + Live Mode

IVl cama ! :

f camd [ Auto Scan
A& camio Screen Division: |4 Divisions v € EventPopup Mode

'_ﬁ' camll e

;f caml2

fcamw 0 & Band veltion of Gat
: ,'f camld ’ﬁ

I7I‘:9' ramd 5 Y

Ok J Cancel I Anply |

Figure 11-87
2. Use the Display list to select the monitor to be configured.
3. Select Screen Division.

4. Drag and drop the camera humbers to the desired positions on the divisions. To clear the

assignment, drag and drop the “C” icon to that position.
5. Select Live Mode.
6. Repeat above steps to configure other monitors.

7. Click OK to apply the settings.
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Setting Scanned Pages

You can set up to 16 scanned pages with different screen divisions and channels for each monitor.

1. Use the Display list to select the monitor to be configured.

2. Inthe upper-left column, expand the Matrix folder tree, and then click Page 1. This page appears.

Digital Matrix Setup

v Activate: |Displayt »| B Description: 1024 by TE2 pixels. This is the Main Monitor!
— BEE watrix o _
| ¥ Activate Pagel Scan

.'i_gJ Pagel

o Drag and Drop Camera Mo, to the Screen Division:

"3_; Page2 . ) ) )

— a2 |3 | 4
S B NSRS
:‘fcam2 5|6|?|8
-_fcamS 9 -10'11.12
;_q‘? camd L_I_l_l_ i ;
[ cens L)t |18 ey
;ﬁ camb
FA& cam?
;.‘i? cams
F# coms
-;E' camin Screen |4 Divisions j
._f camld Diwision:
|v]= cami2
§ caml [ Dwell Time: |3 Sec.
;ﬁ caml4
1 camis 0
Ok Cancel Apply
Figure 11-88

3. Select Activate Scan Page 1.
4. Select Screen Division.

5. Drag and drop the camera numbers to the desired positions on the divisions. To clear the

assignment, drag and drop the “C” icon to that position.
6. Specify Dwell Time for how long this scanned page remains on the monitor.
7. Repeat Steps 2 to 5 to configure more scanned pages for the specific monitor.
8. Repeat Steps 1 to 7 to configure scanned pages for other monitors.
9. In the upper-left column, click the Matrix icon and return to Figure 2-6.
10. Select Auto Scan.

11. Click OK to start scanning among pages.
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Setting Pop-up Alert

You can be alerted by pop-up live videos when motion is detected or I/O devices are triggered.

1. Use the Display list to select the monitor to be configured.

2. Inthe upper-left column, click Event Popup. This page appears.

Digital Matrix Setup

v Activate: |Display - B Description: 1024 by T82 pixels. This is the Main Monitor!

+- EBE watrix

¥ Mation Trigger = -0) IV O Trigger
% Ewent Popup

Fi Fs5 Ko i Mod, 1 Ao

.f v 2 v & v 10 v 14 Fin. 1 R s
[ = camil fad
;fcamQ v 3 w7 v 11 v 15

v Invioke:
Fl& cana ¥ cam1 e

v 4 v & w12 ¥ 18
:fc:amd

g Z::: Paopup Dwell Tirme: ’3— Sec.
53. cam? Popup Interruption 1 Sec.
FA& cams Interval:

FA# cama
A& camto
;‘E camli
:f carml2
HA#F camz
FA& cami4

M2 camis 2

Ok Cancel Apply

Figure 11-89
B Motion Trigger: The live video of selected cameras pops up when motion is detected.

B 1/O Trigger: The live video of assigned camera pops up when the selected input device is

triggered.

B Popup Dwell Time: Specify the amount of time that a pop-up live video remains in the

foreground.

B Popup Interruption Interval: Specify the interval between camera pop-ups. This option is

useful when several cameras are activated for pop-up alert at the same time.
3. Use the Display list to select other monitors for setup.
4. After above settings, click the Matrix icon and return to Figure 2-6.

5. Select Event Popup Mode. Then select Fixed Position of Camera or Random Position of

Camera. For these two options, see Setting Pop-up Positions topic later.

6. Click OK.
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7. Start monitoring. When motion is detected or the input device is triggered, the live video will pop

up for alert.

Setting Pop-up Positions

When you select Random Position of Camera, you can decide the positions for pop-up cameras.

B Fixed Position of Camera: The cameras pop up in their assigned positions. To assign positions,
select Screen Division. Then drag and drop the cameras number to the desired potions on the
divisions.

B Random Position of Camera: The positions of pop-up cameras are based on the sequence order

of triggers. There are two modes for this position:

1. Cascade Mode: This mode can avoid the same cameras popping up on different monitors.

This is suggested to be used when multiple monitors are placed close to each other.
Example:

Camera 1, Camera 2, Camera 3, Camera 4 and Camera 5 are assigned for pop-up alert
on both Monitor 1 and Monitor 2. Monitor 1 is set at 4 screen divisions. When the five
cameras are triggered at same time, the first 4 cameras show up on Monitor 1

and the 5th on Monitor 2.

1 2 5
3 4
Monitor 1 Monitor 2

2. Parallel Mode: This mode allows the same cameras simultaneously pop up on different

monitors. This is suggested to be used when multiple monitors are placed in separate rooms.
Example:

Camera 1, Camera 2, Camera 3 and Camera 4 are assigned for pop-up upon motion
detection on both Monitor 1 and Monitor 2. When the four cameras are triggered at the same

time, they will show up simultaneously on both Monitor 1 and Monitor 2.

1 2 1 2
3 4 3 4
Monitor 1 Monitor 2
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Setting Live View with Pop-up Alert

You can set a different live view mode with pop-up alert together for each monitor. When alert events
occur, the live video of the associated camera will pop up on the assigned monitor to replace its live

view mode.

1. To configure live view mode, follow the instructions in Setting Live View topic earlier.

2. To configure pop-up alert, in the upper left column, click Event Popup. Figure 11-89
appears.

3. Configure Motion Trigger, I/O Trigger, Popup Dwell Time and Popup Interruption
Interval for each monitor. For details see Setting Pop-up Alert topic earlier.

4. Click the Matrix icon and return to Figure 11-87. Ensure the Live Mode option is
selected.

5. Click OK. The live view mode you configured for each monitor is displayed.

6. Start monitoring. When alert events occur, the associated camera will pop up on the
desired monitor.

454



Troubleshooting

Troubleshooting

Hardware

1. Messages “Can't find keypro” and “Card Setup Fail” appears when GV-System starts.

>
>
>

Verify the video capture card driver. See Installation Guide.

Insert the video capture card to a different PCI slot to see if this fixes the problem.

If you are using the video capture card V1, attach an appropriate Keypro to the PC’s
parallel port and run Dos2kreg.exe from the GV-System folder.

If using GV-600, GV-650 or GV-650 and running the version between 7.0 and 7.0.5.0,
you may need an appropriate USB dongle.

If running the version of 8.0 or later and using GV-250, GV-600 V4, GV-650 V4, GV-800
V4, GV-1120, GV-1240, GV-1480, GV-2004 or GV-2008, you may follow Steps 1 and 2 to

fix the problem.

2. A message “Video Lost” appears.

>
>
>

Check video connection.

Make sure the video device is turned on.

Make sure the video standard in your country matches the setting in GV-System (See
Choosing Video Source in Chapterl).

Check AGC setting (See Adjusting Video Attributes in Chapter 1).

Switch the cable from the functional channel to the non-functional channel, and vice
versa. If the previously non-functional channel is now able to deliver video, check the

video device itself and its related cables.

3. Amessage “Can’t find new xxx Module:1, Address:1, in Com1” appears.

>
>
>

Check the RS-485 or USB connection between the GV-System and the GV 1/O device.
Check whether the power adapter is properly attached to the GV 1/O device.
Check whether the Port and Address settings on the I/O Devices tab in the System

Configure dialog box are correct.

4. A message “No PTZ Device Installed” or “Default PTZ Device not Activate” appears.

>

Make sure the Activate option is enabled in Main System. See step 4 of PTZ Control
Panel in Chapter 1.
When multiple PTZ cameras are installed, make sure to activate each PTZ camera

individually.

455



Q GeoUision

Software

1.

456

How to upgrade to the latest version?
» Download the latest version from GeoVision website:

http://www.geovision.com.tw/english/5 0.asp

Recycle mode doesn’t work, and recording stops.
» Exit Main System, and run RepairLog500.exe from the system folder to fix this problem.
» Check Properties of the folder used for saving video files. Make sure the Read Only

option is disabled.

Passwords are lost. Cannot access my GV-System.

» See Setting Up for Password in Chapter 1 for details.

A message “Directdraw overlay fail” appears.

» Make sure your VGA card meets the GV-System’s minimum requirement that is NVIDIA
GeForce Il MX 32MB.

» The driver included in your VGA card package may not be the latest and might not
support Directdraw. Visit related websites and upgrade your VGA driver to the latest
version.

» Disable the Directdraw feature if you do not wish to upgrade your VGA card or driver

(See Configuring Global Recording Parameters in Chapter 1).

Shifted horizontal lines appears in the 640x480 video image.
» Enable De-Interlace Render (See Configuring Global Recording Parameters in Chapter
1). This feature requires the VGA card of DirectX 9.0. Make sure to upgrade your VGA

card driver and DirectX version.

Can't invoke hotline alerts.
» GV-System only supports external modem using Zyxel or Lucent chipset.
» Make sure Modem Device and Com Port are set up properly (See [Modem Configure],

Configuring Hotline/Network Notification in Chapterl).

The Real-Time-Display (DSP) image is black.

»  The problem occurs when GV-System is run with GV-Combo Card
(GV-1120/1240/1480), Version 8.3 software, and NVIDIA GeForce 7-Series VGA card
together under Windows 2000.


http://www.geovision.com.tw/english/5_0.asp�

Troubleshooting

»  To solve the problem, update the drivers of NVIDIA VGA card to the latest version for
Windows XP (Not for Windows 2000). If you cannot run Windows after upgrade, please

also upgrade your system BIOS.

8. A"?"mark appears in the ViewLog'’s event list window.
» These files may already been deleted in the previous Recycle run. Exit Main System
and run RepairLog500.exe under the system folder to remove these files from the

database.

9. Unable to play back audio in ViewLog

» The video you select may not have any audio records.

» The speaker icon at the lower right corner is not enabled (See Figure 4-1 in Chapter 4).
» Audio is not available when the playback method is set to Frame by Frame.
>

Audio can only be played back at 1X speed.

10. Some camera images, in live view or during playback, keep shifting among different
channels when you disable the DSP Overlay function
»  The problem occurs under Windows Vista and when NVIDA VGA card of 6 or 7 series is
in use. It will not occur when you enable the DSP Overlay function.

» To solve the problem, install the NVIDIA driver of version 97.46.

Remote Application
1. Remote View is unable to display video from GV-System.
»  This symptom may appear when Remote View is installed in Windows XP SP1 or later.
Windows XP no longer includes Wavelet decoder after Service Pack 1. You may
download a Wavelet codec at this link.

http://geo-support.dipmap.com:100/remote/waveletcodec.zip

» GV-System version 6.0 is not compatible with Remote View version 5.4.0.1 or earlier.

Make sure your GV-System and Remote View are both version 6.0 or later.
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2. Network ports used in the remote applications:

458

WebCam

Http = 80

FTP =21

Command = 4550

Data = 5550

Audio = 6550

Remote Control = 3389
SSL =443

Mobile = 8866

Mobile RPB = 5511

3G RTSP/TCP = 8554
3G RTP /RTCP UPP =17300-17380

RemotePlayBack

RPBSvr = 5066

RemoteView

TCPSvr = 3550

VSM Server = 5610
. Server = 9650
TwinServer .
Multicast =19650
Http = 80
FTP=21
TwinDVR Command = 4550
Data = 5550
Remote Control = 3389
IP Multicast DMMCast = 3650
Authentication Server Server = 3663
SMS Server = 6886
Port = 5547
. . Command = 5548
At DVR subscriber site
Data = 5549
CenterV2

Connection = 5545

At Center V2 site

Center V2 = 5547
GV IP Device = 5551

Dispatch Server

Server = 21112

GeoCenter

Server = 20001

DMIP

FTP =21




Troubleshooting

DNS Server = 80 and 81

Control Center

Command Port = 3388
At DVR host site Data Port = 5611
Log Port = 5552

At Control Center site | Command Port = 3388

TCP Server Server = 3550
UPNnP TCP/IP = 5200
Wiegand Capture Server Server = 5612
WebCam
1. Amessage "can't connect to server" appeared when GV-System is connected.
» Check ports 4550 and 5550 are enabled in Firewall.
» Check whether ports 4550 and 5550 are occupied by other applications.
» Check NAT port mapping is correct.
»  Check whether the dynamic IP address of GV-System is changed.
» Check Ethernet adapter (ADSL modem must use the PPP/SLIP device).
» Check whether Web server changes download timing. (Dynamic Lan IP =1 min,

Dynamic WAN IP =5 min)

2. Unable to use the two-way audio feature.

>

YV V V V

Check whether port 6550 is available.

Check the client PC's sound card driver.

This feature requires DirectX 9.0 or later. Perform upgrade if necessary.

This feature requires Internet Explorer 6.0 or later. Perform upgrade if necessary.
Check GV-System’s audio signal by using the Camera / Audio Install function (See
Camera/Audio Install in Chapter 1).

3. Unable to run MPEG4 Encoder Viewer and WebCam RPB.

>

The security level of your IE browser may prevent WebCam components from
downloading to your PC. Start IE browser and go to Tools, click Internet Options, click
Security and click Custom Level. In Active X controls and plug-ins options, select
Enable or Prompt, and then click OK. Log in to GV-System again and WebCam

components should be downloaded properly.

459



Q GeoUision:

460



Appendix

Appendix

A. USB Dongle Required for IP Device Applications

Solution Application USB Dongle
Connection of GV IP devices
NVR (GV) Dongle
to GV-System (8 free GV IP channels)
) Connection of 3rd party IP devices
Hybrid DVR NVR Dongle
to GV-System
Connection of both GV and 3rd-party IP
) Combo Dongle
devices to GV-System
Connection of GV IP devices
NVR (GV) Dongle
to GV-NVR
Connection of both GV and 3rd party IP
GV-NVR NVR Dongle
devices to GV-NVR
Connection of both GV and 3rd-party IP
i Combo Dongle
devices to GV-System
Connection of GV IP devices )
Center V2 No extra dongle required
to Center V2
Connection of both GV and 3rd party IP )
Control Center No extra dongle required
devices to Control Center
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B. Supported PTZ Protocol and Model

Note that GV-System only supports original factory models. Other brands of cameras claiming of the
same protocol compatibility may not work properly with GV-System. GeoVision takes no responsibility

of such incompatibility.

PTZ Protocol and Model

Ademco (Jupiter)

Bosch (TC700 / 8560)

CBC GANZ (ZC-S120 Series)

Chiper (CPT-VOKRV)

COP(15-CD53W) Pelco D

Direct Perception (PTU Series)

D-max Dome

DongYang Dome (DOH-240)

DynaColor (D-7720 / 7722)

DynaColor Dome

ELBEX (Matrix / 1000)

Elmo PTC-200C

Elmo PTC-400C

Elmo PTC-1000

EverFocus (EPTZ 1000 / 500)

Eyeview T-Power (T2-SA27)

GKB (SPD-221)

HiSharp Pelco D

HiSharp Pelco P

JEC Dome

JVC (TK-S576B / S655 / C686E)

Kalatel CyberDome

Kampro Technology (K-ZC23)

KenKo (DMP23-H1)

LG (LPT-OS553HQ)

Lilin PIH

Lilin PIH-7625

Lilin PIH-820

MESSOA SDS600 Series
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MESSOA D-700 Series

Minking Dome

Mintron (54G2AHN/P)

NanWang (NVD 2300PNT)

NanWang V4.1 (NVD 2300PNT)

Panasonic WV-CS850

Panasonic WV-CW960

Pelco Dome

Pelco (Spectra IlI)

PelcoSpetra Mini Dome (SD4-WO)

Pishion 22X

PTZin l/O

RX214D

SAE (DR-E588)

Samsung (SCC-641 / 643)

Samsung SPD-1600

Samsung SPD-3300

Sensormatic (Ultra V)

Sony (EVI-D100)

StorVision PTZ

TOA (CC551)

VCC3

VCC4/ VCC5i

VIDO.AT Dome

YAAN Dome

360 Vision (ViD-18COP04) Pelco P
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C. Certified PTZ Models for Object Tracking

The PTZ models on these two lists are tested and certified by GeoVision for their compatibility with the

Object Tracking function

Dual-Camera Tracking (Object Tracking and Zooming)

Brand / Model

Sensormatic Ultra IV
Messoa SDS600 Series
Messoa D-700 Series
Pelco Spectra lll

VIDO. AT Dome

Single-Camera Tracking (Single Camera Tracking)

Brand / Model

Canon VC-C4

Dyna Color D7722

Lilin 7000NF

Messoa SDS730

Pelco Spectra lll

Sensormatic Ultra IV

SONY EVI D-100

StorVision PTZ

Note: DongYang Dome (DOH-240) is not certified to support this function.
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D. Supported IP Devices

This list provides the detailed information about GeoVision IP devices and the supported third-party IP
devices in the four categories:
® Audio: The mark “O” indicates that GV-System supports the two-way audio communication with
the IP device; otherwise, a “X" mark is given.
Codec: You can find what video codecs these models support.
PTZ: An IP device with PTZ function is marked with “O”; otherwise, a “X” mark is given.

Megapixel: An IP device supporting megapixel resolution is marked with “O”; otherwise, a “X”

mark is given.

GeoVision
Model Audio Codec PTZ Megapixel
GV-Compact DVR ©) GeoMPEG4 (ASP) (@) X
GV-IP Camera @) MPEG4,MJPEG X (@)
GV-Video Server ©) GeoMPEG4 (ASP) (@) X
Arecont
Model Audio Codec PTZ Megapixel
AV1300 X JPEG X ©)
AV2100 X JPEG X ©)
AV3100 X JPEG X ©)
AV3130 X JPEG X ©)
AV5100 X JPEG X ©)
AV5105 X JPEG,"H.264 X ©)
AV8360 X JPEG X ©)
AXIS
Model Audio Codec PTZ Megapixel
206 X JPEG,MPEG-4 X X
207 X JPEG,"MPEG-4 X X
207MW ©) JPEG,MPEG-4 X ©)
207W ©) JPEG,MPEG-4 X X
209FD X JPEG,MPEG-4 X X
209FD-R X JPEG,MPEG-4 X X
209MFD X JPEG,"MPEG-4 X ©)
209MFD-R X JPEG,MPEG-4 X ©)
210 X JPEG MPEG-4 X X
210A (o) JPEG,MPEG-4 X X
211 X JPEG MPEG-4 X X
211A ©) JPEG, MPEG-4 X X




Q GeoUision

466

211M ©) JPEG ,MPEG-4 X ©)
211w ©) JPEG,MPEG-4 X X
212 ©) JPEG, MPEG-4 O X
213 ©) JPEG,MPEG-4 O X
214 ©) JPEG,MPEG-4 O X
215 ©) JPEG,MPEG-4 O X
216FD ©) JPEG,MPEG-4 X X
216FD-V ©) JPEG,”MPEG-4 X X
216MFD ©) JPEG,MPEG-4 X ©)
216MFD-V ©) JPEG,”MPEG-4 X ©)
221 X JPEG,MPEG-4 X X
223M X JPEG,MPEG-4 X ©)
225FD ©) JPEG ,MPEG-4 X X
231D+ X JPEG,MPEG-4 O X
232D+ X JPEG,”MPEG-4 O X
233D X JPEG,MPEG-4 O X
241Q X JPEG,MPEG-4 X X
241S X JPEG,MPEG-4 X X
P3301 ©) JPEG,"H.264 X X
Q7401 ©) JPEG,"H.264 X X
Canon
Model Audio Codec PTZ Megapixel
VB-C50i X JPEG O X
VB-C300 X JPEG O X
IQEye
Model Audio Codec PTZ Megapixel
301 X JPEG b3 O
302 X JPEG X O
510 X JPEG x X
511 X JPEG X ©)
701 X JPEG X ©)
702 X JPEG b3 O
703 X JPEG X ©)
705 X JPEG X O
752 X JPEG X ©)
753 X JPEG X O
755 X JPEG X ©)
JVC
Model Audio Codec PTZ Megapixel
VN-C20U X JPEG X X
VN-C205U X JPEG X X
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VN-C215U X JPEG X X
VN-C625U X JPEG (0] X
VN-C655U X JPEG O X
VN-V25 X JPEG,MPEG-4 X X
VN-V26 X JPEG,MPEG-4 X X
VN-V686U X JPEG,"MPEG-4 O X

Mobotix
Model Audio Codec PTZ Megapixel
M12D Sec-DNight ©) JPEG X (@)
M12D Web ©) JPEG X (©)
M12D IT-DNight ©) JPEG X O
M12D Sec ©) JPEG X (©)
M12D Sec-R8 ©) JPEG X (@)
Note: Its MXPEG codec is not supported.

Panasonic
Model Audio Codec PTZ Megapixel
BB-HCE481A X JPEG,MPEG-4 @] X
BB-HCM110 X JPEG MPEG-4 o* X
BB-HCM311 X JPEG,"MPEG-4 o* X
BB-HCM331 X JPEG,MPEG-4 o* X
BB-HCM371 X JPEG,"MPEG-4 o* X
BB-HCM381 X JPEG,"MPEG-4 @] X
BB-HCM403 x JPEG,/MPEG-4 o* x
BL-C10 x JPEG o* x
BL-C30 x JPEG o* x
WV-NS202A ©) JPEG, MPEG-4 0] X
WV-NW484 X JPEG,MPEG-4 X X
WV-NW964 ©) JPEG,MPEG-4 o X
Note: The models with % marks do not support zoom functions.

Pelco
Model Audio Codec PTZ Megapixel
IP110 Series X JPEG “MPEG-4 X X
IP3701Series X JPEG,"MPEG-4 X X

SONY
Model Audio Codec PTZ Megapixel
SNC-CM120 ©) JPEG,“MPEG-4 X (©)
SNC-CS10 ©) JPEG,MPEG-4 X X
SNC-CS11 ©) JPEG, MPEG-4 X X
SNC-CS20 ©) JPEG,“MPEG-4 X X
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SNC-CS50N ®) JPEG MPEG-4,H.264 X X
SNC-CS50P ®) JPEG,MPEG-4,H.264 X X
SNC-DF40N ©) JPEG,”MPEG-4 X X
SNC-DF40P ®) JPEG, MPEG-4 X X
SNC-DF50N O JPEG,"MPEG-4,H.264 X X
SNC-DF50P ®) JPEG MPEG-4,H.264 X X
SNC-DF70N O JPEG,MPEG-4 X X
SNC-DF70P ®) JPEG,”MPEG-4 X X
SNC-DF80N ®) JPEG,MPEG-4,H.264 X X
SNC-DF80P ©) JPEG,MPEG-4 H.264 X X
SNC-DM110 ®) JPEG,”MPEG-4 X ©)
SNC-DM160 O JPEG,"MPEG-4 X ®)
SNC-DS10 ®) JPEG,”MPEG-4 X X
SNC-DS60 ®) JPEG MPEG-4 X X
SNC-P1 ®) JPEG,”MPEG-4 X X
SNC-P5 ®) JPEG, MPEG-4 ®) X
SNC-RX530N O JPEG,”"MPEG-4,H.264 ©) X
SNC-RX530P ®) JPEG,” MPEG-4,H.264 ©) X
SNC-RX550N ®) JPEG,”MPEG-4,H.264 ©) X
SNC-RX550P ©) JPEG,”MPEG-4,H.264 ©) X
SNC-RX570N ®) JPEG,MPEG-4,H.264 ®) X
SNC-RX570P ®) JPEG,”MPEG-4,H.264 ©) X
SNC-RZ25N ®) JPEG,”MPEG-4 ©) X
SNC-RZ25P O JPEG,"MPEG-4 ©) X
SNC-RZ50N ®) JPEG,” MPEG-4,H.264 ©) X
SNC-RZ50P ®) JPEG,MPEG-4,H.264 ®) X




E. Supported GPRS Models

Appendix

Brand

Model

Round Solutions

TER-GX series

Wavecom

all models

469



Q GeoUision:

470





